Xin Guang Yuan (New Lights) Lighting Technology Co., Ltd.

Factory: No. 6 Fenguang Road, Qianjiang Industrial Area, Dingqiao Town, Haining, Zhejiang, 314413, China

Raymond Koo 麗敏輝 (International Sales Manager 外貿部經理)
Tel (電話): +86 183-5831-5743
Skype: raymondkoo103@yahoo.com.hk
What’s App: +852 69090122
QQ: 3004300682
E-mail (電郵): r.koo@new-lights.com

Ruby Zhu 朱佳琛 (General Manager 總經理)
Tel (電話): +86 159-9035-7080
Skype: rubychuch
What’s App: +86 159-9035-7080
QQ: 3004200176
E-mail (電郵): manager@new-lights.com

NEW LIGHTS
Since 1998

Your Trusted Lighting Partner
Xin Guang Yuan (New Lights) Lighting Technology Co., Ltd. headquartered in Haining, China, is a sizable OEM factory established with 20 years of solid experience in the lighting industry. As a leading domestic manufacturers of LED products, New Lights introduced green lighting wares configured with high power efficiency and optimized energy consumption. Powered by our commitments to top quality products and R&D invest efforts, our products have a wide coverage in LED tubes, LED filament bulbs, LED panel lights and fluorescent tubes, Edison bulbs.

New Lights covers 35,000 square meters of factory and office area with more than 500 skilled workers and lighting professions supporting 15 production lines and expanding key company functions. Our branches based in major provinces and cities of China, and exporting commercial goods to over 50 countries, including United States, Germany, Britain, Japan, etc. We are thankful to archive the company goals in establishing mutual-beneficial relationship and sustainable development through long-term partnership with our key customers like NVC, TCL and Midea in China and many others worldwide.

Now, the company is taking step in the “information era of international trade” in meeting the growing demand in ways of easily accessible, most suitable, top quality and timely delivered products through internet platforms. New Lights’ restructuring and expansion is making the change now by the professional and passionate staffs, who are brought in to superior Online marketing & Trading functions as well as associated After-sale Services. Coping with the highly experienced Lighting Technology Team, Purchasing Team, Design Team and International Sales Team, we target to brand ourselves as one of the best lighting exporters in China.

Motivated by the motto “Being Famous in Quality Delivery as Always is Winning us the Strongest Trust”, New Lights’ products have won good reputations in supplying top quality products at competitive price. We are confident to be recognized as a supplier of world class lighting products and services through pragmatic and innovative products, meticulous follow-up services, and most importantly, your endorsement and trust.
### T8 LED Glass Tube (Type B)

**Features:**
- High Quality SMD 3035 Chips of Optional Light Efficacy & CCT
- Single End Input, Direct AC Input with NO BALLAST
- Made in China, good quality, non-toxic, non-flammable, easy to install
- High Transmission Frosted / Clear Glass of Perfect Diffusion
- Inlet-Outlet pressure differential resistance, qualified performance certification
- Input: Quality (UL) PC | American Glass
- Shatterproof PC (90% light transmittance)
- Lifetime of 30,000 hrs. with 5 Years Warranty
- Suitable for indoor (26000 Lm.) or outdoor (28000 Lm.) use

**Applications:**
- Office & Residential Buildings (office, home & resort)
- Supermarkets & Malls (store & mall)
- Hotels & Restaurants (bars & dining)
- School & Hospital (class & dormitory)
- Parking Lot & Garages (garage & parking)

---

### T8 LED Glass Tube (Type A)

**Features:**
- High Quality SMD 3035 Chips of Optional Light Efficacy & CCT
- Double End Input, Compatible With Most Brand of Electronic / Magnetic Ballast
- High transmission, Frosted clear glass for perfect diffusion
- High transmission frosted clear glass, qualified performance certification
- Input: Quality (UL) PC | American Glass
- Shatterproof PC (90% light transmittance)
- Lifetime of 30,000 hrs. with 5 Years Warranty
- Suitable for indoor (26000 Lm.) or outdoor (28000 Lm.) use

**Applications:**
- Office & Residential Buildings (office, home & resort)
- Supermarkets & Malls (store & mall)
- Hotels & Restaurants (bars & dining)
- School & Hospital (class & dormitory)
- Parking Lot & Garages (garage & parking)

---

#### Specifications

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rapid Power</th>
<th>Power-End</th>
<th>Input Voltage</th>
<th>Lumen Efficacy</th>
<th>Color Temp.</th>
<th>CHI</th>
<th>PP</th>
<th>CETN</th>
<th>MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>NL81012DV-A</td>
<td>220 x 19</td>
<td>3W</td>
<td>27W</td>
<td>U: 125-277V</td>
<td>1200lm</td>
<td>3000K-6500K</td>
<td>90</td>
<td>0.9</td>
<td>20</td>
<td>63.5 x 19.5</td>
</tr>
<tr>
<td>NL81012DV-B</td>
<td>220 x 19</td>
<td>3W</td>
<td>27W</td>
<td>U: 125-277V</td>
<td>1200lm</td>
<td>3000K-6500K</td>
<td>90</td>
<td>0.9</td>
<td>20</td>
<td>63.5 x 19.5</td>
</tr>
</tbody>
</table>

---

#### Certifications

- UL / ULc / ETL / CE / CB / FCC / RoHS / REACH / RAปป.
T8 LED Glass Tube (Type A+B)

Features:
- High Quality SMD 2835 Chips of Optional Light Efficiency & CCT
- Single End Direct AC Input | Double End with Electronic Ballast
- High Transmission Frosted Clear Glass of Perfect Diffusion
- High Quality 6063 PC | Aluminum Case
- Lifespan of 30,000 hrs. with 5 Years Warranty

Applications:
- Office & Residential Buildings (Home & Hotel)
- Supermarkets & Malls (Retail & Display)
- Hotels & Restaurants (Dining & Kitchen)
- School & Hospital (Labor & Studio)
- Parking Lot & Garage (Parking & Lighting)

Specifications:

Certifications:

Model No. | Dimension (mm) | Rated Power (W) | Forward Current (mA) | Input Voltage (V) | Color Temp (K) | CRI | PF | P65 (mm) | CRI MEAN
----------|---------------|----------------|----------------------|------------------|---------------|-----|----|---------|-------
NL100182FX-AD | 40.5-390 | 6W | 170 | UL:120-277V | 3000K-6500K | 80 | 0.9 | 25 | 63.5±17.5
NL100182FX-AD | 40.5-1199 | 12W | 250 | UL:120-277V | 3000K-6500K | 80 | 0.9 | 25 | 124.7±19.5
NL100182FX-AD | 40.5-1199 | 15W | 320 | UL:120-277V | 3000K-6500K | 80 | 0.9 | 25 | 124.7±19.5
NL100182FX-AD | 40.5-1199 | 18W | 320 | UL:120-277V | 3000K-6500K | 80 | 0.9 | 25 | 124.7±19.5
NL100182FX-AD | 40.5-1199 | 18W | 320 | UL:120-277V | 3000K-6500K | 80 | 0.9 | 25 | 124.7±19.5
T8 LED Tubular Shop Light

T8 LED 商照灯管

Features (特性):
- High Quality SMD 3030 Chip of Optimal Light Efficiency & CCT
- Use PC Connectors to Embed Glass Tube Body, Economical & Appealing
- Light Emitting Area of Tubular Shop Light is Widely Used in Various Environments
- Single/Double Tube Model Available at Different Length (0.6-1.5m)
- Easy Installation with Screw Fitting, Cable/Sockets Input Optional
- Optional Lumen Efficiency
- 2 Years Warranty

Applications (应用):
- Parking Lot & Garages (Commercial & Industrial)
- Supermarkets & Malls (Retail & Shopping Centers)
- Hotels & Restaurants (Luxury & Boutique)
- School & Hospital (Higher & Secondary)
- Factory & Warehouses (Light & Heavy Industry)

Dimension (尺寸):

Specification (规格):

Certifications (认证):

T8 Waterproof LED Tubes (IP65)

T8 防水灯管(IP65)

Features (特性):
- IP65 Waterproof, T8 LED Tube Cap to Achieve IP65 Protection Level
- Can be Installed in Wet Areas & High Humidity Environments
- Can Be Installed in High Humidity Areas & Outdoor Locations
- Optional Connection Wire Length
- Heat Resistant Tubing
- Suitable for Damp Environment

Applications (应用):
- Advertisement Boxes & Billboards (Outdoor & Advertising)
- Poultry Farming & Farmland (Animal & Agriculture)
- Factory & Warehouses (Light & Heavy Industry)
- Parking Lot & Garages (Commercial & Industrial)
- Markets (Retail)

Dimension (尺寸):

Specification (规格):

Certifications (认证):
T8 Emergency Lighting LED Tube

Features (特性):
- An External Emergency Battery with V-0 Housing
- Battery fully charged in 24 hrs, support emergency for 90 (CWY-120W) / 120 (CWY-150W) hrs.
- Ni-CD battery capacity of 4000mAh, fully charged battery can be supported in 4 hours.
- Emergency lighting efficiency is customized (90-95%)
- Single end input, no light flickering IC driver
- LED module, no interference with the normal power.

Specifications (规格):

Certifications (认证):

Applications (用途):
- Office & Tall Residential Buildings
- Supermarkets & Malls
- Hotels & Restaurants
- Schools & Hospitals
- Multi-Storey Car Parks & Underground Parking Garages

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (Dia)</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>Luminous Efficiency</th>
<th>Color Temp</th>
<th>CRI</th>
<th>PF</th>
<th>PTD(10%)</th>
<th>CTE(25%)</th>
</tr>
</thead>
<tbody>
<tr>
<td>XG7T8B01D2E-09</td>
<td>Φ26×180</td>
<td>9W</td>
<td>U: 185-265V</td>
<td>85-195lm/W</td>
<td>3000K-4500K</td>
<td>80</td>
<td>0.555</td>
<td>0.9</td>
<td>25</td>
</tr>
<tr>
<td>XG7T8B01D2E-12</td>
<td>Φ26×180</td>
<td>12W</td>
<td>U: 185-265V</td>
<td>85-195lm/W</td>
<td>3000K-4500K</td>
<td>80</td>
<td>0.555</td>
<td>0.9</td>
<td>25</td>
</tr>
<tr>
<td>XG7T8B01D2E-18</td>
<td>Φ26×1199</td>
<td>18W</td>
<td>U: 185-265V</td>
<td>85-195lm/W</td>
<td>3000K-4500K</td>
<td>80</td>
<td>0.555</td>
<td>0.9</td>
<td>25</td>
</tr>
<tr>
<td>XG7T8B01D2E-22</td>
<td>Φ26×1900</td>
<td>22W</td>
<td>U: 185-265V</td>
<td>85-195lm/W</td>
<td>3000K-4500K</td>
<td>80</td>
<td>0.555</td>
<td>0.9</td>
<td>25</td>
</tr>
</tbody>
</table>

T8 Microwave Motion Detective LED Tube

Features (特性):
- Recommended Installation Height Of 6-9m With Sensor Radius Of 6m
- Triggered Instant Start, Sleep Time Customizable (Standard 45s, max. 3 mins)
- 360 Degree Sensing, Avoiding Interference of Other Sensors
- Sleeping Brightness Customizable (Standard 36%, 1-10% Feasible)
- Sensor module has high sensitivity to Human Body
- High-Frequency Sensor Module
- Sleeping Setting Allows Energy Saving up to 95%
- Single End Input, No Light Flickering IC Driver

Specifications (规格):

Certifications (认证):

Applications (用途):
- Parking Lot & Garage
- Office & Residential Buildings
- Hotels & Restaurants
- Warehouses & School & Hospital
- Outdoor Environment in Suitable Fixture

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (Dia)</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>Luminous Efficiency</th>
<th>Color Temp</th>
<th>CRI</th>
<th>PF</th>
<th>PTD(10%)</th>
<th>CTE(25%)</th>
</tr>
</thead>
<tbody>
<tr>
<td>XG7T8B01D2E-09</td>
<td>Φ26×180</td>
<td>9W</td>
<td>U: 185-265V</td>
<td>85-195lm/W</td>
<td>3000K-6500K</td>
<td>60</td>
<td>0.8</td>
<td>25</td>
<td>62.5-117.5</td>
</tr>
<tr>
<td>XG7T8B01D2E-12</td>
<td>Φ26×180</td>
<td>12W</td>
<td>U: 185-265V</td>
<td>85-195lm/W</td>
<td>3000K-6500K</td>
<td>60</td>
<td>0.8</td>
<td>25</td>
<td>123.5-175.7</td>
</tr>
</tbody>
</table>
### 360 Degree Double-Sided T8 LED Tube

**T8 双面发光灯管**

**Features (特性):**
- Double-Sided Input to achieve 360° Beam Angle (双面输入，实现360°光束角度)
- In-tube Aluminum Heat Sink to Improve Mechanical Strength & Reduce Light Decay (在管铝制散热器，提高力学性能及光衰减)
- Flexible Tubing to Enhance Flexibility & Reduce Breakage Rate (软管设计，提高柔韧性及减少破碎率)
- High Power Output (4.5m 3500K & High Total Lumen Output (110lm/W), Excellent Color Quality (高功率输出(4.5m 3500K)及高总流明输出(110lm/W)，优秀的色质量)
- Optional Water-proof End Cap to Achieve IP65 Protection (可选IP65防水外壳)
- Optional Anti-UV PC Body (可选防紫外线PC外壳)
- High Lumen Efficiency (110lm/W) & No Light Flicker (无频闪)
- Single End Input, No Light Polishing IC Driver (单端输入，无需光抛光IC驱动)
- 单端输入，无需光抛光IC驱动

**Applications (用途):**
- Advertisement Boxes (广告箱)
- Showroom (展示厅)
- Cabinets (橱柜)
- Refrigerators (冰箱)
- Gallery (画廊)

### Specification (特性)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rated Power (W)</th>
<th>Power Efficiency (W)</th>
<th>Input Voltage (V)</th>
<th>Lumen Efficiency (lm/W)</th>
<th>Color Temp. (K)</th>
<th>CRI</th>
<th>PF</th>
<th>PSC/CTN</th>
<th>CTV/MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>XUY81807F-E18</td>
<td>Φ26×1800</td>
<td>18W</td>
<td>180</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
<tr>
<td>XUY81807F-E12</td>
<td>Φ26×1050</td>
<td>12W</td>
<td>120</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
<tr>
<td>XUY81807F-E110</td>
<td>Φ26×1100</td>
<td>110W</td>
<td>1100</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
<tr>
<td>XUY81807F-E122</td>
<td>Φ26×1220</td>
<td>122W</td>
<td>1220</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
</tbody>
</table>

### Certification (认证)

- CE
- ERP
- CB

---

**T8 Fresh Food Lighting LED Tube**

**T8 生鲜灯管**

### Specification (特性)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rated Power (W)</th>
<th>Power Efficiency (W)</th>
<th>Input Voltage (V)</th>
<th>Lumen Efficiency (lm/W)</th>
<th>Color Temp. (K)</th>
<th>CRI</th>
<th>PF</th>
<th>PSC/CTN</th>
<th>CTV/MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>XUY81807D-E18</td>
<td>Φ26×360</td>
<td>18W</td>
<td>180</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
<tr>
<td>XUY81807D-E30</td>
<td>Φ26×560</td>
<td>30W</td>
<td>300</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
<tr>
<td>XUY81807D-E110</td>
<td>Φ26×1100</td>
<td>110W</td>
<td>1100</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
<tr>
<td>XUY81807D-E122</td>
<td>Φ26×1220</td>
<td>122W</td>
<td>1220</td>
<td>3500</td>
<td>110lm/W</td>
<td>80</td>
<td>0.9</td>
<td>90</td>
<td>53.5</td>
<td>123.5</td>
</tr>
</tbody>
</table>

### Certification (认证)

- CE
- ERP
- CB
### T8 CCT Adjustable LED Tube (Switching Control)

**T8 调色温灯管 (开关控制)**

- **Features (特性):**
  - Switch Control, Chips Programmed, CCT Controllable
  - 3000K | 4000K | 6000K 3 Color Temperatures
  - Suitable for high-end lighting design (Warm Light | Winter vs Cool Light | Summer)
  - Suitable for home usage (Warm Light | Dining vs Cool Light | Work)

- **Applications (应用):**
  - Office & Residential Buildings
  - Libraries & Theaters
  - Hotels & Restaurants
  - School & Hospital
  - Multifunction Room & Studio

- **Specifications (规格):**
  - Model No: XD7TB150CCT-E3
  - Power: 15W
  - CCT: 3000K | 4000K | 6000K
  - Color Temperature: 3000K | 4000K | 6000K

- **Certifications (认证):**
  - CE, ERP, CB

### T8 Dimmable LED Tube (Switching Control | Dimmer Control)

**T8 调光灯管 (开关控制 | 调光器控制)**

- **Features (特性):**
  - Switch Control (2 Level Brightness) or Dimmer Control (0-100%)
  - Good Dimming Effect

- **Applications (应用):**
  - Office & Residential Buildings
  - Supermarkets & Malls
  - Hotels & Restaurants
  - School & Hospital
  - Multifunction Room & Studio

- **Specifications (规格):**
  - Model No: XD7TB150DME-ED
  - Power: 15W
  - CCT: 3000K | 4000K | 6000K

- **Certifications (认证):**
  - CE, ERP, CB
Bluetooth Control T8 LED Tube
(CCT control & Dimming)
T8 智能调光调色灯管

Features (特性):
• Bluetooth Technology, No Additional Device Required
• Effective Distance 1-10m
• Effective Range 3-104
• Apps Control, Multiple Device Control Possible
• CCT and Brightness Controllable

Applications (应用):
• Residential Buildings (家居)
• Hotels (酒店)
• Bars & Restaurants (酒吧 & 餐厅)
• Office Premises (办公室)
• High End Shopping Malls (高端商场)

Specification (特性):
Model No. | Dimension | Wattage | Input Voltage | Lumen Efficiency | CCT (K) | PF | PCE/CTH (W/W) | CRI | MEA. (lm/LW)
---|---|---|---|---|---|---|---|---
XUYT582001D-03 | 290*1199 | 10W | 85-180V | 85-184 lm/W | 3000K-8500K | 80 | 0.5 | 25 | 62.5*117.5
XUYT881047-16 | 290*1199 | 18-36W | 85-184 lm/W | 3000K-8500K | 80 | 0.5 | 25 | 125.5*137.5

T5 LED Glass Tubes (Internal Driver)
T5 LED 玻璃灯管 (内置驱动)

Features (特性):
• High Quality SMD 2835 Chips of Optimal Light Efficacy & CCT
• Internal Driver, Single or Double End Input, No Light Flickering IC Driver
• High Transmission Glass & PC Body of Good Diffusion
• High Quality GS Aluminum Caps
• Lifetime of 25,000 Hours, 2 Years Warranty

Applications (应用):
• Office & Residential Buildings (办公 & 家居)
• Supermarkets & Shops (超市 & 商店)
• Hotels & Restaurants (酒店 & 餐厅)
• School & Hospital (学校 & 医院)
• Parking Lot & Garage (停车场 & 车库)

Certifications (认证):

---

---

---
**T5 LED Glass Tubes (External Driver)**

**T5 LED 玻璃灯管 (外置驱动)**

**Features (特性):**
- High Quality SMD 2835 Chips of Optional Light Efficacy & CCT 高效能SMD 2835芯片，可选光效及色温
- External Driver, Double End Input, No Light Flickering IC Driver 外置驱动，双端输入，无光频闪
- High Transmission Glass & PC Body of Good Diffusion 高透光玻璃及PC散光体
- High Quality GS Aluminum Caps 高质量GS铝合金帽
- Lifetime of 25,000 hrs. with 2 Years Warranty 使用寿命25,000小时，2年保修

**Applications (应用):**
- Offices & Residential Buildings (办公楼 & 住宅)
- Supermarkets & Malls (超市 & 商场)
- Hotels & Restaurants (酒店 & 餐厅)
- School & Hospital (学校 & 医院)
- Parking Lot & Garage (车库 & 车库)

**Certifications (认证):**
- CE, ERP, RoHS

**Dimension (尺寸):**

**Specification (规格):**

**T5 LED Glass Tubes (Electronic Ballast Compatible)**

**T5 LED 玻璃灯管 (电子镇流器兼容)**

**Features (特性):**
- High Quality SMD 2835 Chips of Optional Light Efficacy & CCT 高效能SMD 2835芯片，可选光效及色温
- Electronic Ballast Compatible, Double End Input with Good Compatibility, 电子镇流器兼容，双端输入高兼容性
- High Transmission Glass & PC Body of Good Diffusion 高透光玻璃及PC散光体
- High Quality GS Aluminum Caps 高质量GS铝合金帽
- Lifetime of 25,000 hrs. with 2 Years Warranty 使用寿命25,000小时，2年保修

**Applications (应用):**
- Offices & Residential Buildings (办公楼 & 住宅)
- Supermarkets & Malls (超市 & 商场)
- Hotels & Restaurants (酒店 & 餐厅)
- School & Hospital (学校 & 医院)
- Parking Lot & Garage (车库 & 车库)

**Certifications (认证):**
- CE, ERP, RoHS

**Dimension (尺寸):**

**Specification (规格):**
T5 | T8 Tubes & Fixtures
T5 | T8 LED灯管&支架

Features (特 性):
- Hot Seller in Supermarkets of South-East Asia (Thailand & Philippines)
- Easy to Use, Can be Wired to AC Supply for Usage
- Single End and Double End Power Input Available
- Simple and Attractive Packaging Style, Good Protection to Tubes
- Save Transportation Space, More Economical Choice

Applications (应 用):
- Office & Residential Buildings
- Supermarkets & Malls
- Workshops & Warehouses
- School & Hospital

Specifications (特 性):
- CE
- ERP
- CB

LED Purification Lamps
净化灯

Features (特 性):
- High Quality SMD 2835 Chips of Optimal Light Efficacy & CCT
- Wide Lighting Surface & High Power Output, Suitable for Indoor Large Premises
- Lifetime of 25,000 hrs, with 2 Years Warranty

Applications (应 用):
- Office & Residential Buildings
- Supermarkets & Malls
- Hotels & Restaurants
- School & Hospital

Specifications (特 性):
- CE
- ERP
- CB
T5 Integrated LED Fixture
T5一体化支架

Features (特点):
- High Quality SMD 3528 Chips of Optional Light Efficacy & CCT
- Single End Input, Support Multiple Connections: No Light Flickering IC Driver
- Conforms to RoHS, Reach, CE, ERP, ALU+PC, Full PC Body Available
- Plug-and-Socket Male & Female Connectors Solutions
- Lifetime 25,000 hrs with 2 Years Warranty

Applications (应用):
- Advertisement Boxes & Billboards
- Office & Residential Buildings
- Supermarkets & Malls
- Hotels & Restaurants
- School & Hospital

Certifications (认证):
CE, ERP

T8 Integrated LED Fixture
T8一体化支架

Features (特点):
- High Quality SMD 3528 Chips of Optional Light Efficacy & CCT
- Single End Input, Support Multiple Connections: No Light Flickering IC Driver
- Conforms to RoHS, Reach, CE, ERP, ALU+PC, Full PC Body Available
- Plug-and-Socket Male & Female Connectors Solutions
- Lifetime 25,000 hrs with 2 Years Warranty

Applications (应用):
- Advertisement Boxes & Billboards
- Office & Residential Buildings
- Supermarkets & Malls
- Hotels & Restaurants
- School & Hospital

Certifications (认证):
CE, ERP

Remarks: The max installable QTY is calculated based on 220V supply, under 110V supply, the quantity will be reduced by 50%.
Water-Proof Fixture (Shell – TS Series)

Features (性能):
- High Quality SMD 2835 Chips of Optional Light Efficiency & CCT
- High quality 3000K, 4000K or 6000K can be chosen by customer
- SMD Model or Normal Model Adjustable
- Can be configured for vertical, horizontal, ceiling or wall mounted applications
- Optional PC / PM Cover with HPS | ABS | PC Base, Plastic | Stainless Steel Clamps
- Optional Rubber Grommets to Achieve IP65 Protection Level
- CE and RoHS compliant, certified according to IEC60598 and EN60598-1 standards
- Lifeline of 25,000 hrs. with 2 Years Warranty

Applications (应用):
- Outdoor Walls (户外墙)
- Harbor or Docks (港口 & 香港)
- Workshops & Warehouses (工厂 & 仓库)
- Garden & Parks (公园 & 花园)
- Parking Lot & Garage (停车场 & 车库)

Certifications (认证):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rated Power</th>
<th>Mount Distance</th>
<th>Cips Num</th>
<th>ALUS/CTN</th>
<th>CTN MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGYTWPTS-E118</td>
<td>70<em>61</em>660</td>
<td>1x18 W</td>
<td>310</td>
<td>6</td>
<td>12</td>
<td>67.5<em>22</em>23.5</td>
</tr>
<tr>
<td>XGYTWPTS-E218</td>
<td>107<em>61</em>660</td>
<td>2x18 W</td>
<td>310</td>
<td>6</td>
<td>8</td>
<td>67.5<em>22</em>24</td>
</tr>
<tr>
<td>XGYTWPTS-E136</td>
<td>70<em>61</em>1260</td>
<td>1x36 W</td>
<td>910</td>
<td>10</td>
<td>12</td>
<td>128<em>22</em>23.5</td>
</tr>
<tr>
<td>XGYTWPTS-E236</td>
<td>107<em>61</em>1260</td>
<td>2x36 W</td>
<td>910</td>
<td>10</td>
<td>8</td>
<td>128<em>22</em>24</td>
</tr>
</tbody>
</table>

Water-Proof Fixture (Shell – TW/W Series)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rated Power</th>
<th>Mount Distance</th>
<th>Cips Num</th>
<th>ALUS/CTN</th>
<th>CTN MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGYTWTPS-E118</td>
<td>70<em>61</em>656</td>
<td>1x18 W</td>
<td>470</td>
<td>4</td>
<td>12</td>
<td>68.5<em>27.9</em>24.5</td>
</tr>
<tr>
<td>XGYTWTPS-E218</td>
<td>110<em>61</em>656</td>
<td>2x18 W</td>
<td>470</td>
<td>4</td>
<td>8</td>
<td>68.5<em>27.9</em>25</td>
</tr>
<tr>
<td>XGYTWTPS-E136</td>
<td>70<em>61</em>1260</td>
<td>1x36 W</td>
<td>750</td>
<td>10</td>
<td>12</td>
<td>128.5<em>27.9</em>24.5</td>
</tr>
<tr>
<td>XGYTWTPS-E236</td>
<td>110<em>61</em>1260</td>
<td>2x36 W</td>
<td>750</td>
<td>10</td>
<td>8</td>
<td>128.5<em>27.9</em>25</td>
</tr>
<tr>
<td>XGYTWTPS-E158</td>
<td>70<em>61</em>1682</td>
<td>2x18 W</td>
<td>1616</td>
<td>12</td>
<td>8</td>
<td>169<em>27.9</em>17</td>
</tr>
<tr>
<td>XGYTWTPS-E258</td>
<td>110<em>61</em>1682</td>
<td>2x36 W</td>
<td>1616</td>
<td>12</td>
<td>4</td>
<td>159<em>27.9</em>13.5</td>
</tr>
</tbody>
</table>

Water-Proof Fixture (Shell – MS Series)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rated Power</th>
<th>Mount Distance</th>
<th>Cips Num</th>
<th>ALUS/CTN</th>
<th>CTN MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGYTWMS-E118</td>
<td>80<em>30</em>656</td>
<td>1x18 W</td>
<td>470</td>
<td>6</td>
<td>12</td>
<td>68.5<em>28.5</em>27</td>
</tr>
<tr>
<td>XGYTWMS-E218</td>
<td>110<em>30</em>656</td>
<td>2x18 W</td>
<td>470</td>
<td>6</td>
<td>8</td>
<td>68.5<em>28.5</em>27</td>
</tr>
<tr>
<td>XGYTWMS-E136</td>
<td>80<em>30</em>1260</td>
<td>1x36 W</td>
<td>750</td>
<td>10</td>
<td>12</td>
<td>128.5<em>28.5</em>27</td>
</tr>
<tr>
<td>XGYTWMS-E236</td>
<td>110<em>30</em>1260</td>
<td>2x36 W</td>
<td>750</td>
<td>10</td>
<td>8</td>
<td>128.5<em>28.5</em>27</td>
</tr>
<tr>
<td>XGYTWMS-E158</td>
<td>80<em>30</em>1540</td>
<td>1x44 W</td>
<td>1015</td>
<td>12</td>
<td>8</td>
<td>159<em>28.5</em>18.5</td>
</tr>
<tr>
<td>XGYTWMS-E258</td>
<td>110<em>30</em>1540</td>
<td>2x44 W</td>
<td>1015</td>
<td>12</td>
<td>8</td>
<td>159<em>28.5</em>25</td>
</tr>
</tbody>
</table>

Water-Proof Fixture (Shell – HS Series)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rated Power</th>
<th>Mount Distance</th>
<th>Cips Num</th>
<th>ALUS/CTN</th>
<th>CTN MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGYTWHS-E118</td>
<td>70<em>44</em>1260</td>
<td>1x36 W</td>
<td>750</td>
<td>8</td>
<td>12</td>
<td>128.5<em>28.5</em>24.5</td>
</tr>
<tr>
<td>XGYTWHS-E218</td>
<td>110<em>44</em>1260</td>
<td>2x36 W</td>
<td>750</td>
<td>8</td>
<td>8</td>
<td>128.5<em>28.5</em>25</td>
</tr>
</tbody>
</table>

Water-Proof Fixture (Shell – TD Series)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Rated Power</th>
<th>Mount Distance</th>
<th>Cips Num</th>
<th>ALUS/CTN</th>
<th>CTN MEAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGYTWTP-E114</td>
<td>60<em>77</em>658</td>
<td>1x14 W</td>
<td>316</td>
<td>4</td>
<td>12</td>
<td>64<em>25.5</em>22</td>
</tr>
<tr>
<td>XGYTWTP-E214</td>
<td>100<em>77</em>658</td>
<td>2x14 W</td>
<td>316</td>
<td>4</td>
<td>8</td>
<td>64<em>25.5</em>23.5</td>
</tr>
<tr>
<td>XGYTWTP-E121</td>
<td>60<em>77</em>658</td>
<td>2x21 W</td>
<td>566</td>
<td>6</td>
<td>12</td>
<td>63<em>25.5</em>20.5</td>
</tr>
<tr>
<td>XGYTWTP-E221</td>
<td>100<em>77</em>658</td>
<td>2x21 W</td>
<td>566</td>
<td>6</td>
<td>8</td>
<td>63<em>25.5</em>20.5</td>
</tr>
<tr>
<td>XGYTWTP-E128</td>
<td>60<em>77</em>1260</td>
<td>1x28 W</td>
<td>800</td>
<td>8</td>
<td>12</td>
<td>130<em>25.5</em>22</td>
</tr>
<tr>
<td>XGYTWTP-E228</td>
<td>100<em>77</em>1260</td>
<td>2x28 W</td>
<td>800</td>
<td>8</td>
<td>8</td>
<td>123.5<em>25.5</em>23.5</td>
</tr>
<tr>
<td>XGYTWTP-E133</td>
<td>60<em>77</em>1938</td>
<td>1x36 W</td>
<td>900</td>
<td>12</td>
<td>12</td>
<td>153<em>25.5</em>32</td>
</tr>
<tr>
<td>XGYTWTP-E233</td>
<td>100<em>77</em>1938</td>
<td>2x36 W</td>
<td>900</td>
<td>12</td>
<td>8</td>
<td>153<em>25.5</em>32.5</td>
</tr>
</tbody>
</table>
**LED Filament Bulb (Standard C+A Series + G45)**

**LED灯丝灯 (常规 - C+A系列+G45)**

**Features (特性):**
- Use high lumen & Power Output LED filament bulb.
- High Quality Driver with Dimmable Function.
- Customized Base Cap Size 118kw (212A/27W2122).
- Customized Bulb Style (Clear | Opal | Amber | Frosted | Reflector | Landscape & CCT).
- Compatible with Electronic & Magnetic Ballast.
- Easy installation & Installation Guide.
- Lifetime of 25,000 hrs. with 2 yrs. Warranty.

**Applications (用途):**
- Home Fixtures (壁灯)
- Shopping Malls & Shops (吊灯 & 筒灯)
- Hotels & Inns (筒灯 & 筒灯)
- Bars, Cafes & Restaurants (吊灯 & 筒灯 & 壁灯)
- Art Gallery & Libraries & Theaters (筒灯 & 筒灯 & 壁灯 & 筒灯 & 壁灯)

**Certifications (认证):**
- CE, ERP, UL, CB, GS, SASO, BIS, REACH, ROHS.

**LED Filament Bulb (Standard G+ST Series)**

**LED灯丝灯 (常规 + G+ST系列)**

**Features (特性):**
- Use High Lumen & Power Output LED filament bulb.
- High Quality Driver with Dimmable Function.
- Customized Base Cap Size 118kw (212A/27W2122).
- Customized Bulb Style (Clear | Opal | Amber | Frosted | Reflector | Landscape & CCT).
- Compatible with Electronic & Magnetic Ballast.
- Dimmable Models: Available.
- Product is energy savings.
- Lifetime of 25,000 hrs. with 2 yrs. Warranty.

**Applications (用途):**
- Home Fixtures (壁灯)
- Shopping Malls & Shops (吊灯 & 筒灯)
- Hotels & Inns (筒灯 & 筒灯)
- Bars, Cafes & Restaurants (吊灯 & 筒灯 & 壁灯)
- Art Gallery & Libraries & Theaters (筒灯 & 筒灯 & 壁灯 & 筒灯 & 壁灯)

**Certifications (认证):**
- CE, ERP, UL, CB, GS, SASO, BIS, REACH, ROHS.
LED Filament Bulb (Standard - R Series)  
LED灯丝灯 (常规 - R系列)

Features (特性)：
- Use High Lumen & Power Output LED Filament  
使用高亮度及高输出LED灯丝
- High Quality Driver with Minimized Flickering  
高品质驱动器，最小化闪烁
- Customized Base Cap Size (E12/E14/E17/2E17/27R22)  
可定制螺口规格(E12/E14/E17/2E17/27R22)
- Customized Bulb Style (Clear / Opal / Amber / Frosted / Reflector / Laser) & CCT  
可定制花瓶造型(透明/磨砂/琥珀色/磨砂/反射/激光)及色温
- Dimmable Models Available  
可调光型号可选
- Lifetime of 25,000 hrs, with 2 Years Warranty  
使用寿命25,000小时，两年保修

Applications (应用)：
- Home Fixtures (家庭灯具)
- Shopping Malls & Shops (商场 & 店铺)
- Hotels & Inns (酒店 & 旅馆)
- Bars, Cafes & Restaurants (酒吧 & 咖啡厅 & 餐厅)
- Art Gallery & Libraries & Theaters (艺术馆 & 图书馆 & 剧院)

Certifications (认证)：

Specification (规格)：

LED Filament Bulb (Standard - T Series)  
LED灯丝灯 (常规 - T系列)

Features (特性)：
- Use High Lumen & Power Output LED Filament  
使用高亮度及高输出LED灯丝
- High Quality Driver with Minimized Flickering  
高品质驱动器，最小化闪烁
- Customized Base Cap Size (E12/E14/E17/2E17/27R22)  
可定制螺口规格(E12/E14/E17/2E17/27R22)
- Customized Bulb Style (Clear / Opal / Amber / Frosted / Reflector / Laser) & CCT  
可定制花瓶造型(透明/磨砂/琥珀色/磨砂/反射/激光)及色温
- Dimmable Models Available  
可调光型号可选
- Lifetime of 25,000 hrs, with 2 Years Warranty  
使用寿命25,000小时，两年保修

Applications (应用)：
- Home Fixtures (家庭灯具)
- Shopping Malls & Shops (商场 & 店铺)
- Hotels & Inns (酒店 & 旅馆)
- Bars, Cafes & Restaurants (酒吧 & 咖啡厅 & 餐厅)
- Art Gallery & Libraries & Theaters (艺术馆 & 图书馆 & 剧院)

Certifications (认证)：

Specifications (规格)：

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (mm)</th>
<th>Reflective/R - R Shape/Size</th>
<th>Rated Power (W)</th>
<th>Lamp Voltage (V)</th>
<th>Color Temperature (K)</th>
<th>CRI</th>
<th>EEC Energy Class</th>
</tr>
</thead>
<tbody>
<tr>
<td>XSTY2016R-E4</td>
<td>90*90</td>
<td>45° / Straight</td>
<td>6W</td>
<td>S: 120/240V</td>
<td>3000/6500K</td>
<td>80</td>
<td>A++</td>
</tr>
<tr>
<td>XSTY2016R-E5</td>
<td>90*90</td>
<td>45° / Straight</td>
<td>6W</td>
<td>S: 120/240V</td>
<td>3000/6500K</td>
<td>80</td>
<td>A++</td>
</tr>
<tr>
<td>XSTY2016R-E6</td>
<td>60° / 120°</td>
<td>45° / Straight</td>
<td>6W</td>
<td>S: 120/240V</td>
<td>3000/6500K</td>
<td>80</td>
<td>A++</td>
</tr>
<tr>
<td>XSTY2016R-E7</td>
<td>60° / 120°</td>
<td>45° / Straight</td>
<td>6W</td>
<td>S: 120/240V</td>
<td>3000/6500K</td>
<td>80</td>
<td>A++</td>
</tr>
<tr>
<td>XSTY2016R-E8</td>
<td>60° / 120°</td>
<td>30° / Straight</td>
<td>6W</td>
<td>S: 120/240V</td>
<td>3000/6500K</td>
<td>80</td>
<td>A++</td>
</tr>
<tr>
<td>XSTY2016R-E9</td>
<td>60° / 120°</td>
<td>30° / Straight</td>
<td>6W</td>
<td>S: 120/240V</td>
<td>3000/6500K</td>
<td>80</td>
<td>A++</td>
</tr>
</tbody>
</table>
LED Filament Bulb (Vintage Edison C+A + G45 Series)

LED灯丝灯（镀金 – C+A+G45系列）

Features (特点):
- Appealing Amber Colored Bulb Shell of High Clarity, Perfect Decorative Choice
- High Quality Driver with Minimal flickering
- Optional Luminary Cover for Different Visual Effect
- Dimmable Models Available
- Applications: (适用范围):
  - Home Fixtures (家用照明)
  - Shopping Malls & Shops (商场 & 商铺)
  - Hotels & Inns (酒店 & 旅馆)
  - Bars, Cafes & Restaurants (酒吧 & 咖啡厅 & 餐厅)
  - Art Gallery & Libraries & Theaters (艺术画廊 & 图书馆 & 剧院)

Specifications (规格):
- Color Temp: 2700K
- Color Rendering:Ra 80
- E14 Base
- LED Life: 25,000 hrs, with 2 Years Warranty
- CE, CB, ENEC, FCC, C-Tick, and RoHS Compliance

LED Filament Bulb (Vintage Edison G+ST Series)

LED灯丝灯（镀金-G+ST系列）

Features (特点):
- Appealing Amber Colored Bulb Shell of High Clarity, Perfect Decorative Choice
- High Quality Driver with Minimal flickering
- Optional Luminary Cover for Different Visual Effect
- Dimmable Models Available
- Applications: (适用范围):
  - Home Fixtures (家用照明)
  - Shopping Malls & Shops (商场 & 商铺)
  - Hotels & Inns (酒店 & 旅馆)
  - Bars, Cafes & Restaurants (酒吧 & 咖啡厅 & 餐厅)
  - Art Gallery & Libraries & Theaters (艺术画廊 & 图书馆 & 剧院)

Specifications (规格):
- Color Temp: 2700K
- Color Rendering:Ra 80
- E14 Base
- LED Life: 25,000 hrs, with 2 Years Warranty
- CE, CB, ENEC, FCC, C-Tick, and RoHS Compliance
LED Filament Bulb (Color)

**Features**:
- Colored LED Filaments to Produce Different Light Colors (R | G | B | Orange | Purple)
- High Quality Driver with Minimal Flickering
- Perfect Decorative Choice
- Can Fit with Most Decorative Fixtures or Strings of Lamp Bases
- Lifetime of 25,000hrs, with 2 Years Warranty

**Specifications**:
- Lumen: 80
- CCT: 3500K
- EEC: A

**Applications**:
- Home Decorative Fixtures
- Gardens & Parks in Suitable Fixtures
- Hotels & Inns
- Bars, Cafes & Restaurants
- Preface Decorations

<table>
<thead>
<tr>
<th>Model No.</th>
<th>E26</th>
<th>E27</th>
</tr>
</thead>
<tbody>
<tr>
<td>XY0720</td>
<td>10w</td>
<td>11w</td>
</tr>
<tr>
<td>XY0721</td>
<td>12w</td>
<td>13w</td>
</tr>
<tr>
<td>XY0722</td>
<td>15w</td>
<td>16w</td>
</tr>
<tr>
<td>XY0723</td>
<td>20w</td>
<td>21w</td>
</tr>
</tbody>
</table>

LED Refrigerator Filament Bulb

**Features**:
- Size Fitting and Compact Fridge Bulbs, Good Color Rendering for Food Color
- High Quality Driver with Minimal Flickering, Can Stand Temperature < 40°C
- Customized Base Cap Size (E26/E27) & CCT (Cool / Warm) for Bulbs & Lamps
- Lifetime of 25,000hrs, with 2 Years Warranty

**Specifications**:
- Lumen: 80
- CCT: 3500K
- EEC: A

**Applications**:
- Refrigerators

<table>
<thead>
<tr>
<th>Model No.</th>
<th>E26</th>
<th>E27</th>
</tr>
</thead>
<tbody>
<tr>
<td>XY0720</td>
<td>10w</td>
<td>11w</td>
</tr>
<tr>
<td>XY0721</td>
<td>12w</td>
<td>13w</td>
</tr>
<tr>
<td>XY0722</td>
<td>15w</td>
<td>16w</td>
</tr>
<tr>
<td>XY0723</td>
<td>20w</td>
<td>21w</td>
</tr>
</tbody>
</table>
Bluetooth Control Filament Bulb (CCT control & Dimming)
蓝牙调光调色灯丝灯

Features (特性):
- Bluetooth Technology: No Additional Device Required
- Remote Control, Touch Sensitive
- Effective Distance 5~10m
- Requires Bluetooth for connectivity
- APP Control, Multiple Device Control Feasible
- App: iOS, Android
- CCT & Brightness Controllable
- Light Filament Glass, Optimized Light Efficacy at Different CCT
- No Light Flickering 100k Hz

Applications (使用):
- Residential Buildings: Home, Hotel, Restaurants
- Office Premises: Library, Meeting Room
- High End Shopping Mall: Manufacturer

Specification (特性):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Luminous Efficacy</th>
<th>Filament Type</th>
<th>Input Voltage</th>
<th>Rated Power</th>
<th>CCT</th>
<th>CRI</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>A0100L019</td>
<td>960*168</td>
<td>4ipk Straight</td>
<td>100-240V AC</td>
<td>4W</td>
<td>93</td>
<td>50</td>
<td>345<em>34</em>52</td>
</tr>
</tbody>
</table>

Lighting Sensor LED Filament Bulb
光感应灯丝灯

Features (特性):
- Equipped with Build-in Light Sensor. Energy Saving With No Effect to Appearance.
- Light Source: LED SMD, 360 Degree Lighting Solution
- CCT: 3000k/4000k/6500k, Adjustable Light Efficacy
- Suitable for Retail Consumer Usage, External IoT System is NOT necessary
- Customized Base (25,000 hrs, 2 Years Warranty

Applications (使用):
- Residential Fixtures (Kitchen, Bedroom)
- Workshop, Warehouses (Garage & Office)
- Hotels, Restaurants

Specification (特性):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Luminous Efficacy</th>
<th>Filament Type</th>
<th>Input Voltage</th>
<th>Rated Power</th>
<th>CCT</th>
<th>CRI</th>
<th>Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>A0100L019</td>
<td>960*168</td>
<td>4ipk Straight</td>
<td>100-240V AC</td>
<td>4W</td>
<td>93</td>
<td>50</td>
<td>345<em>34</em>52</td>
</tr>
</tbody>
</table>
Chips Controlled Dimmable LED Filament Bulb
芯片调光灯丝灯

Features (特性):
- Use Double (4W) | Triple (9W) | Quadruple (16W) Chipped Liner Driver For Dimming
- Better Dimming Function, Light Control becomes Smooth & Stable
- Better Efficacy, Smart Switching Mode, LED only lights when in use
- Compatible with Most Dimmers, Supporting Tuning of Dimming Effect for Specific Dimmer
- Customized Base Type (E27/D26/D60)
- Lifetime of 25,000 hrs. with 2 Years Warranty

Specifications (规格):

Applications (应用):
- Residential Fixtures
- Supermarkets & Malls
- Hotels & Restaurants
- Retail Shops & Offices

LED Filament Bulb (Mosquito Repellent Lamp)
LED灯丝灯（驱蚊灯）

Features (特性):
- Customized Light Source & Bulb Color to Create a Mosquito Repelling Lighting
- Long Life Span of 25,000 Hours, with 2 Years Warranty
- Optional Power Output & Lumen Efficiency To Suit Different Applications
- Can Fit with Different Lamp Fixtures or Specific Lamp Sizing to Reach (W) & (H) Requirements, Variations
- Customized inset Lamp Type (L150/195/160/106/168/155/141/EN4476/27020)
- Lifetime of 25,000 hrs. with 2 Years Warranty

Specifications (规格):

Applications (应用):
- Home Usage, Outdoor Use
- Gardening
- Poultry Farming
- Pet Shops
- Camping / Beach / BBQ

Model No. | Dimension (L x W x H) | Filament Type | Input Voltage | Rated Power | Total Lumen | Color Temp. | CRI |
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>6X841091B1L-04</td>
<td>600<em>107</em>88</td>
<td>B22 / Straight</td>
<td>120V/230V</td>
<td>4W</td>
<td>350-400 lm</td>
<td>3500-4000K</td>
<td>65</td>
</tr>
<tr>
<td>6X841091B1L-05</td>
<td>600<em>135</em>115</td>
<td>B22 / Straight</td>
<td>120V/230V</td>
<td>6W</td>
<td>550-650 lm</td>
<td>3500-4000K</td>
<td>65</td>
</tr>
<tr>
<td>6X841091B1L-06</td>
<td>600<em>135</em>115</td>
<td>B22 / Straight</td>
<td>120V/230V</td>
<td>8W</td>
<td>800-900 lm</td>
<td>3500-4000K</td>
<td>65</td>
</tr>
<tr>
<td>6X841091B1L-07</td>
<td>600<em>135</em>115</td>
<td>B22 / Straight</td>
<td>120V/230V</td>
<td>12W</td>
<td>1200-1500 lm</td>
<td>3500-4000K</td>
<td>65</td>
</tr>
</tbody>
</table>
SMD Glass LED Bulbs
SMD玻璃球泡灯

Features (特点):
- SMD Design with High Quality 2035 Chips
- LED Chips Printed on 6 Places With 360° Beam Angle
- LED Bulb Design for Better Heat Dissipation, More Natural Light Color
- 100% Test before Shipment, 12000 Hours Lifespan
- Customized Base Gap Size (E26/E27/820)
- Lifespan of 25,000 hrs, with 2 Years Warranty

Applications (应用):
- Residential Fixtures (卧室、客厅)
- Supermarkets & Malls (超市 & 商场)
- Hotels & Restaurants (酒店 & 餐厅)
- Retail Shops (零售店)
- Offices (办公室)

Certifications (认证):
- CE/GIA/ERP

Specification (规格):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension</th>
<th>Filament Type</th>
<th>Color</th>
<th>CHI</th>
<th>PF</th>
<th>CRI</th>
</tr>
</thead>
<tbody>
<tr>
<td>XDYMY-HF-EB</td>
<td>Ø60*180</td>
<td>E26/27</td>
<td>450lm</td>
<td>80</td>
<td>5.5</td>
<td>50</td>
</tr>
<tr>
<td>XDYMF-BULB-EB</td>
<td>Ø60*185</td>
<td>50W</td>
<td>12000H</td>
<td>34.5</td>
<td>34.5</td>
<td></td>
</tr>
<tr>
<td>XDYMF-HEART-EB</td>
<td>Ø80*140</td>
<td>40W</td>
<td>12000H</td>
<td>34.5</td>
<td>34.5</td>
<td></td>
</tr>
<tr>
<td>XDYMF-PEAR-EB</td>
<td>Ø80*150</td>
<td>40W</td>
<td>12000H</td>
<td>34.5</td>
<td>34.5</td>
<td></td>
</tr>
<tr>
<td>XDYMF-BLFY-EB</td>
<td>Ø40<em>120</em>130</td>
<td>8W</td>
<td>12000H</td>
<td>34.5</td>
<td>34.5</td>
<td></td>
</tr>
</tbody>
</table>

SMD Filament Bulb (New Flexible Filament)
LED灯丝灯（新型软灯条）

Features (特点):
- Soft Filament in Plastic Tubing to Make Creative Geometric Layout
- High Quality Driver with Minimalized Flickering
- Option AC/DC Input 100-240VAC / 12VDC
- Dimmable Models Available
- 2 Years Warranty

Applications (应用):
- Home Fixtures (家居照明)
- Boutiques (店铺)
- Partees (派对)
- Bars, Cafes & Restaurants (酒吧 & 咖啡厅 & 餐厅)
- Art Applications (艺术应用)

Certifications (认证):
- CE/GIA/ERP

Dimension (尺寸):
| Model No. | Dimension | Filament Type | Color | CHI | PF | CRI |

| XDYMF-TUBE-EB | Ø60*170 | Tubular | 40W | 12000H | 34.5 | 34.5 |
| XDYMF-BULB-EB | Ø60*185 | 40W | 12000H | 34.5 | 34.5 |
| XDYMF-HEART-EB | Ø80*140 | 40W | 12000H | 34.5 | 34.5 |
| XDYMF-PEAR-EB | Ø80*150 | 40W | 12000H | 34.5 | 34.5 |
| XDYMF-BLFY-EB | Ø40*120*130 | 8W | 12000H | 34.5 | 34.5 |
LED Filament Bulb (Huge Bulb)

**Features (特性):**
- Shiny and Appealing Decorative Bulbs, Perfect Decorative Choice
- High Quality Driver with Mainsail Flickering Free Quality Assurance
- Optional Long (6) Shot Filament of Different Alignment for Better Visual Effect
- Dimmable Models Available
- Line of 25,000 hrs. with 2 Years Warranty

**Applications (应用):**
- Home Decorative Fixtures (家庭装饰灯具)
- Shopping Malls & Shops (商场及店铺)
- Bars, Cafes & Restaurants (酒吧、咖啡厅及餐厅)
- Art Gallery (艺术馆)

**Specifications (规格):**
- Material No.: XQY3 5K
- Dimension: Ф185 * 240
- Version: 4W 800Lm 1250 - 2300K Vertical Suspended
- Rated Power: 4/6W
- Input Voltage: 120V-277V
- Lumens Efficiency: 40-60 lm/W
- Color Temperature: 1600K - 2200K
- Cri: 80
- Spacial Dimmable: 0-10V

**Certifications (认证):**
- CE
- ERP

---

LED Filament Bulb (Special Shape Bulb)

**Features (特性):**
- Shiny and Appealing Fixtures, Perfect Decorative Choice
- High Quality Driver with Mainsail Flickering Free Quality Assurance
- Optional Clear (1) Amber Bulb Color for Better Visual Effect
- Dimmable Models Available
- Line of 25,000 hrs. with 2 Years Warranty

**Applications (应用):**
- Home Decorative Fixtures (家庭装饰灯具)
- Shopping Malls & Shops (商场及店铺)
- Bars, Cafes & Restaurants (酒吧、咖啡厅及餐厅)
- Art Gallery (艺术馆)

**Specifications (规格):**
- Material No.: XSY-PUMPKIN
- Dimension: Ф125 * 168
- Filament Num.: 4 pcs 33mm St.
- Rated Power: 4W
- Input Voltage: 120V-240V
- Lumens Efficiency: 40-60 lm/W
- Color Temperature: 1800K - 2200K
- Cri: 80
- Spacial Dimmable: 0-10V

**Certifications (认证):**
- CE
- ERP
T5 LED Glass Tube (Horticultural)

T5 玻璃灯管 (植物生长)

**Features (特性):**
- Gentle Light Supplement Which Can Be Placed Close to Plants Without Burning
- Designed for Hydroponic and Vertical Agriculture Applications
- Tube Light and Easy to Install Which Fits Different Growing Shelves
- IPS Protection Achieved with Water-proof End Caps
- Customized Lighting Recipe at Users Preference
- Predetermined Models of Full Spectrum LED Chips Solution Available for General Usage

**Applications (应用):**
- Green Houses Glass / Plastic Film (温室 / 光棚)
- Planting Factory (栽培工厂)
- Hydroponics Shelves (水耕装置)
- Home Planting (家庭栽培)

---

LED Filament Bulb (Horticultural)

LED灯丝灯 (植物生长)

**Features (特性):**
- Gentle Light Supplement Which Can Be Placed Close to Plants Without Burning
- Designed for Hydroponic and Vertical Agriculture Applications
- Optional Bulb Shapes and Power Rating, Reflector Model (R Series) to Focus Light
- Can Fit with Different Lamp Fixtures for Indoor Usage
- Predetermined Models of Full Spectrum LED Chips Solution Available for General Usage

**Applications (适用):**
- Green Houses Glass / Plastic Film (温室 / 光棚)
- Planting Factory (栽培工厂)
- Hydroponics Shelves (水耕装置)
- Home Planting (家庭栽培)

---

**Specification (性能):**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension</th>
<th>Power</th>
<th>Input Voltage</th>
<th>Luminous Flux (Lm)</th>
<th>Color Temp (K)</th>
<th>PK</th>
<th>PF</th>
</tr>
</thead>
<tbody>
<tr>
<td>E26/14W64</td>
<td>14 x 144mm</td>
<td>6W</td>
<td>220V</td>
<td>650-750Lm</td>
<td>2295-2815</td>
<td>0.9</td>
<td>0.7</td>
</tr>
<tr>
<td>E26/14W65</td>
<td>14 x 144mm</td>
<td>6W</td>
<td>220V</td>
<td>650-750Lm</td>
<td>2295-2815</td>
<td>0.9</td>
<td>0.7</td>
</tr>
<tr>
<td>E26/14W66</td>
<td>14 x 144mm</td>
<td>6W</td>
<td>220V</td>
<td>650-750Lm</td>
<td>2295-2815</td>
<td>0.9</td>
<td>0.7</td>
</tr>
<tr>
<td>E26/14W67</td>
<td>14 x 144mm</td>
<td>6W</td>
<td>220V</td>
<td>650-750Lm</td>
<td>2295-2815</td>
<td>0.9</td>
<td>0.7</td>
</tr>
<tr>
<td>E26/14W68</td>
<td>14 x 144mm</td>
<td>6W</td>
<td>220V</td>
<td>650-750Lm</td>
<td>2295-2815</td>
<td>0.9</td>
<td>0.7</td>
</tr>
</tbody>
</table>
### LED Large Panel Light (Horticultural)

**LED 大面板灯（植物生长）**

**Features (特性):**
- Gentle Light Supplement Which Can be Put Close to Plants
- Without Burning
- Dustproof and Easy to Install
- Suitable for Non-Industrial Light Supplement
- Suitable for General Agriculture Use
- Optional Downward Lighting / Edge Emission Lighting Models
- Customized Lighting Recipe at Users Preference

**Applications (应用):**
- Green Houses Glass / Plastic Film (温室 | 大棚)
- Planting Factory (种植工厂)
- Ecological Restaurant (生态餐厅)
- Potted Plants (盆栽植物)
- Home Planting (家庭种植)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Model No.</th>
<th>Size (W x H, mm)</th>
<th>Input Voltage</th>
<th>Input Current</th>
<th>Emission Color</th>
<th>PAR (μmol/m²/s)</th>
<th>EETD (W)</th>
<th>PF</th>
<th>Energy Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>KGFLG-L300</td>
<td>KGFLG-L310</td>
<td>300 x 300</td>
<td>20W</td>
<td>0.3 x 0.5W</td>
<td>150 μmol</td>
<td>8.8</td>
<td>2.2</td>
<td>0.9</td>
<td>Energy A</td>
</tr>
<tr>
<td>KGFLG-L300</td>
<td>KGFLG-L310</td>
<td>300 x 300</td>
<td>30W</td>
<td>0.6 x 0.8W</td>
<td>250 μmol</td>
<td>12.1</td>
<td>4.4</td>
<td>0.9</td>
<td>Energy A</td>
</tr>
</tbody>
</table>

### LED Flood Light (Horticultural)

**LED 泛光灯（植物生长）**

**Features (特性):**
- Stronger Light Supplement for Industrial Use
- Evenly Distributed LED Chips with Adequate Heat Dissipation, Support 30-300W
- High-Quality PC Anti-Corrosion Aluminum Shroud, Suitable for Damp Environment
- Customized Lighting Recipe at Users Preference
- Predefined Models of Full Spectrum LED Chips Solution Available for General Usage

**Applications (应用):**
- Green Houses Glass / Plastic Film (温室 | 大棚)
- Planting Factory (种植工厂)
- Ecological Restaurant (生态餐厅)
- Potted Plants (盆栽植物)
- Home Planting (家庭种植)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Model No.</th>
<th>Size (W x H, mm)</th>
<th>Input Voltage</th>
<th>Input Current</th>
<th>Emission Color</th>
<th>PAR (μmol/m²/s)</th>
<th>EETD (W)</th>
<th>PF</th>
<th>Energy Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>KGFLF-L300</td>
<td>KGFLF-L310</td>
<td>300 x 300</td>
<td>20W</td>
<td>0.3 x 0.5W</td>
<td>150 μmol</td>
<td>8.8</td>
<td>2.2</td>
<td>0.9</td>
<td>Energy A</td>
</tr>
<tr>
<td>KGFLF-L300</td>
<td>KGFLF-L310</td>
<td>300 x 300</td>
<td>30W</td>
<td>0.6 x 0.8W</td>
<td>250 μmol</td>
<td>12.1</td>
<td>4.4</td>
<td>0.9</td>
<td>Energy A</td>
</tr>
</tbody>
</table>

---

200W  
IP65
LED Linear Highbay (Horticultural)

Features (性能):
- Shiny Light Supplement for Industral Use
- Emery Distributed LED Chips with Adequate Heat Dissipation, Support 250-350W
- High Efficient LED Chips, No UV or IR Emission
- Customized Lighting Recipe at Customers Preference
- Predefined Models of Full Spectrum LED Chips Solution Available for General Usage

Applications (用途):
- Green Houses Glass / Plastic Film
- Planting Factory (植物工厂)
- Ecological Restaurant (生态餐厅)
- Potted Plantings (盆栽植物)
- Container Plant Growing (容器培植)

Specification (规格):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Product Type</th>
<th>Dimensions (WxHxD)</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>PFI (Watts)</th>
<th>PFI (Percent)</th>
<th>Efficacy</th>
</tr>
</thead>
<tbody>
<tr>
<td>XOPPL-H1520</td>
<td>115°x150x225</td>
<td>300W</td>
<td>0-85-265V</td>
<td>689mm x 150mm x 225mm</td>
<td>0.3-0.5W</td>
<td>0.5</td>
<td>3.5</td>
</tr>
<tr>
<td>XOPPL-H2520</td>
<td>115°x150x225</td>
<td>300W</td>
<td>0-85-265V</td>
<td>689mm x 150mm x 225mm</td>
<td>0.3-0.5W</td>
<td>0.5</td>
<td>3.5</td>
</tr>
<tr>
<td>XOPPL-H3520</td>
<td>115°x150x225</td>
<td>300W</td>
<td>0-85-265V</td>
<td>689mm x 150mm x 225mm</td>
<td>0.3-0.5W</td>
<td>0.5</td>
<td>3.5</td>
</tr>
</tbody>
</table>

LED High Bay – UFO (Horticultural)

Features (性能):
- Shiny Light Supplement for Industrial Use, Space Saving Suspension Installation
- Emery Distributed LED Chips with Adequate Heat Dissipation, Support 250-350W
- High Efficient LED Chips, No UV or IR Emission
- Customized Lighting Recipe at Customers Preference
- Predefined Models of Full Spectrum LED Chips Solution Available for General Usage

Applications (用途):
- Green Houses Glass / Plastic Film
- Planting Factory (植物工厂)
- Ecological Restaurant (生态餐厅)
- Potted Plantings (盆栽植物)
- Home Planting (家庭植物)

Specification (规格):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Product Type</th>
<th>Dimensions (Diameter)</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>PFI (Watts)</th>
<th>PFI (Percent)</th>
<th>Efficacy</th>
</tr>
</thead>
<tbody>
<tr>
<td>XOPPL-U100</td>
<td>400mm</td>
<td>100W</td>
<td>0-85-265V</td>
<td>189mm x 189mm x 65mm</td>
<td>0.3-0.5W</td>
<td>0.5</td>
<td>3.5</td>
</tr>
<tr>
<td>XOPPL-U150</td>
<td>400mm</td>
<td>150W</td>
<td>0-85-265V</td>
<td>189mm x 189mm x 65mm</td>
<td>0.3-0.5W</td>
<td>0.5</td>
<td>3.5</td>
</tr>
<tr>
<td>XOPPL-U200</td>
<td>400mm</td>
<td>200W</td>
<td>0-85-265V</td>
<td>189mm x 189mm x 65mm</td>
<td>0.3-0.5W</td>
<td>0.5</td>
<td>3.5</td>
</tr>
</tbody>
</table>
LED Spectrum Solutions (Horticultural)

LED 光谱方案 (植物生长)

LED Chips Formula (Horticultural) LED 灯泡配方 (植物生长):
Features (特性):
- Chips Formula Through SIMO Combinations 通过SIMO组合的发光元件配方
- High Robustness in得到 decent Spectrum Through Mixing in Watts 通过混合在瓦特中的光谱获得高度可靠性
- Chips Colors Include Royal Blue | S | G | Y | R | Deep Red | Far Red | 4000K | 6000K 芯片颜色包括皇家蓝色 | S | G | Y | R | 深红色 | 远红外线 | 4000K | 6000K
- Chips Formula Can Support Almost All Lighting Fixtures 芯片配方可以支持几乎所有照明灯具
- Chips Arrangement Can Be Customized, or Evenly Distributed 芯片排列可以定制，甚至均匀分布

LED Full Spectrum Chips (Horticultural) LED 全光谱灯珠 (植物生长):
Features (特性):
- LED Light Source and Phosphor Powder Control to Achieve Desired Spectrum 通过LED光源和磷酸粉控制以达到所需的光谱
- Pre-defined Full Spectrum Light Source, Suitable for Almost All Plants 设定了全光谱光源，适用于几乎所有植物
- Chips For Vegetables | Flowers | Indoor Seedlings | Plants | Succulents 植物 | 花朵 | 室内幼苗 | 植物 | 多肉植物
- Chips Formula Can Support Almost All Lighting Fixtures 芯片配方可以支持几乎所有照明灯具
- Chips Arrangement Can Be Customized, or Evenly Distributed 芯片排列可以定制，甚至均匀分布

LED Large Panel Light LED 大面板灯

Features (特性):
- Slim and Elegant Aluminum Frame Design, Suitable for High End Indoor Usage 精美而优雅的铝制框架设计，适用于高端室内使用
- High Quality IC Driver with Minimal Filtration 高质量的IC驱动器，滤波效果极佳
- Support Suspension, Frame Mounting, Ceiling Mounting and recessed Installation 支持吊挂安装、框架安装、天花板安装和嵌入式安装
- Use High Quality PP | PS LCP and MS | PS Diffuse Plate to Reduce Light Depreciation 使用高质量的PP | PS LCP和MS | PS漫射板来减少光衰
- Limited of 25,000 hrs, with 2 Years Warranty 使用25,000小时，2年保修

Applications (应用):
- Office & Residential Buildings (办公楼 & 住宅)
- Supermarkets & Malls (超市 & 购物中心)
- Hotels & Restaurants (酒店 & 餐厅)
- School & Hospitals (学校 & 医院)
- Airport & Metro (机场 & 地铁)

Certifications (认证):

<table>
<thead>
<tr>
<th>Model</th>
<th>LED Type</th>
<th>CCT</th>
<th>Color</th>
<th>Beam Angle</th>
<th>Input Power</th>
<th>Efficiency</th>
<th>Luminous Intensity</th>
<th>Luminous Efficiency</th>
</tr>
</thead>
<tbody>
<tr>
<td>XZPL-0001-AW</td>
<td>9000K</td>
<td>36W</td>
<td>9000K</td>
<td>36W</td>
<td>80W</td>
<td>80W</td>
<td>700LM</td>
<td>170LM</td>
</tr>
<tr>
<td>XZPL-0002-AW</td>
<td>9000K</td>
<td>48W</td>
<td>9000K</td>
<td>48W</td>
<td>100W</td>
<td>100W</td>
<td>1100LM</td>
<td>220LM</td>
</tr>
<tr>
<td>XZPL-0003-AW</td>
<td>9000K</td>
<td>72W</td>
<td>9000K</td>
<td>72W</td>
<td>150W</td>
<td>150W</td>
<td>1800LM</td>
<td>300LM</td>
</tr>
<tr>
<td>XZPL-0005-AW</td>
<td>9000K</td>
<td>162W</td>
<td>9000K</td>
<td>162W</td>
<td>360W</td>
<td>360W</td>
<td>4700LM</td>
<td>783LM</td>
</tr>
</tbody>
</table>
LED Large Round Panel

**Features (特点):**
- Slim and Elegant Aluminum Frame Design, Suitable for High-End Indoor Usage
- High Quality IC Driver with Minimal Flickering
- Support Frame Mounting and Appealing for Living Room Usage
- Use High-Quality PP | PS LOP and M | PS Diffuser Plate to Reduce Light Depression
- Lifetime of 30,000 hrs. with 2 Years Warranty

**Applications (适用):**
- Office & Residential Buildings (办公室及住宅)
- Supermarkets & Malls (商超及商场)
- Hotels & Restaurants (酒店及餐厅)
- Airport & Metro (机场及地铁)

**Certifications (认证):**
- CE

**Dimension (尺寸):**

<table>
<thead>
<tr>
<th>Model</th>
<th>Diameter</th>
<th>Height</th>
<th>Color</th>
<th>Luminous Flux</th>
<th>LED Type</th>
<th>CCT</th>
<th>Ra</th>
<th>Lm/w</th>
<th>PS</th>
<th>CCT</th>
<th>Ra</th>
<th>Lm/w</th>
</tr>
</thead>
<tbody>
<tr>
<td>651L-03-24W</td>
<td>600mm</td>
<td>6mm</td>
<td>White</td>
<td>3000-6000K</td>
<td>54.5W</td>
<td>3000K</td>
<td>80</td>
<td>1270lm</td>
<td>PS</td>
<td>80</td>
<td>1270lm</td>
<td></td>
</tr>
<tr>
<td>651L-03-30W</td>
<td>600mm</td>
<td>6mm</td>
<td>White</td>
<td>3000-6000K</td>
<td>81W</td>
<td>3000K</td>
<td>80</td>
<td>2170lm</td>
<td>PS</td>
<td>80</td>
<td>2170lm</td>
<td></td>
</tr>
</tbody>
</table>

**LED Small Panel Light (Recessed)**

**Features (特点):**
- Slim and Elegant Aluminum Frame Design, Suitable for High-End Indoor Usage
- High Quality IC Driver with Minimal Flickering
- Recessed Installation Model Using Clamps, Perfect Fit in Suspended Ceiling Holes
- Use High Radiance LOP and Good Diffusion Diffuser Plate to Reduce Light Depression
- Lifetime of 30,000 hrs. with 2 Years Warranty

**Applications (适用):**
- Office & Residential Buildings (办公室及住宅)
- Shopping Malls & Shops (商场及商店)
- Hotels & Restaurants (酒店及餐厅)
- School & Hospital (学校及医院)

**Certifications (认证):**
- CE

**Dimension (尺寸):**

<table>
<thead>
<tr>
<th>Model</th>
<th>Diameter</th>
<th>Height</th>
<th>Color</th>
<th>Luminous Flux</th>
<th>LED Type</th>
<th>CCT</th>
<th>Ra</th>
<th>Lm/w</th>
<th>PS</th>
<th>CCT</th>
<th>Ra</th>
<th>Lm/w</th>
</tr>
</thead>
<tbody>
<tr>
<td>651S-03-24W</td>
<td>600mm</td>
<td>6mm</td>
<td>White</td>
<td>3000-6000K</td>
<td>54.5W</td>
<td>3000K</td>
<td>80</td>
<td>1270lm</td>
<td>PS</td>
<td>80</td>
<td>1270lm</td>
<td></td>
</tr>
<tr>
<td>651S-03-30W</td>
<td>600mm</td>
<td>6mm</td>
<td>White</td>
<td>3000-6000K</td>
<td>81W</td>
<td>3000K</td>
<td>80</td>
<td>2170lm</td>
<td>PS</td>
<td>80</td>
<td>2170lm</td>
<td></td>
</tr>
</tbody>
</table>
LED Small Panel Light (Surface Mounting)

Features (特性):
- Slim & Elegant Aluminum Frame Design, Suitable for High End Indoor Usage
- High Quality IC Driver with Minimal Frosted Lens Covering, Long Lifespan
- Surfaces Mounting Using Screws or Ceiling Mounting Using Screw & Clamps
- Use High Reflection LOP & Good Diffusion Diffuser Plate to Reduce Light Depression
- Lifetime of 25,000 hrs. with 2 Years Warranty

Applications (应用):
- Office & Residential Buildings (O & R, & H)
- Shopping Malls & Shops (M & S)
- Hotels & Restaurants (H & R)
- School & Hospital (S & H)
- Airport & Metro (A & M)

Certifications (认证):

LED Small Panel Light (Recessed-Ultra Slim)

Features (特性):
- Ultra Slim & Elegant Aluminum Frame Design, Larger Lighting Surface
- High Quality IC Driver with Minimal Frosted Lens Covering, Long Lifespan
- Recessed Installation Model Using Clamps, Perfect Fit in Suspended Ceiling Holes
- Use High Reflection LOP & Good Diffusion Diffuser Plate to Reduce Light Depression
- Lifetime of 25,000 hrs. with 2 Years Warranty

Applications (应用):
- Office & Residential Buildings (O & R, & H)
- Shopping Malls & Shops (M & S)
- Hotels & Restaurants (H & R)
- School & Hospital (S & H)
- Airport & Metro (A & M)
LED Small Panel Light (2 in 1)

Features:
- AIS Cover with Aluminum Back Cover with Air Holes for Heat Dissipation
- High Quality IC Driver with Minimal Flickering
- 2 in 1 Surface Mounting and Recessed Installation by Removable AIS Base
- Acrylate LGP of High Reflection and PMMA Diffuser Plate
- Lifetime of 25,000 hrs. with 2 Years Warranty

Applications:
- Office & Residential Buildings
- Shopping Malls & Shops
- Hotels & Restaurants
- School & Hospital
- Airport & Metro

LED SMD Bulbs (C Series)

Features:
- Use High Quality Chips in ALU+PC Body
- High Quality Driver with Minimal Flickering
- Customized Base Cap Size (E27/E14/16/17/826/27/828)
- Dimmable Models Available
- Lifetime of 25,000 hrs. with 1-2 Years Warranty

Applications:
- Home Features
- Shopping Malls & Shops
- Hotels & Restaurants
- Bars, Cafes & Restaurants
- Factory & Warehouses

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>Lumen Efficiency</th>
<th>Color Temp.</th>
<th>CHI</th>
<th>PF</th>
<th>ALUSTCRT</th>
<th>CTR MEAS.</th>
</tr>
</thead>
<tbody>
<tr>
<td>XYS0503C37-4E</td>
<td>ø37*100</td>
<td>4W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>20/25/43</td>
</tr>
<tr>
<td>XYS0503C37-5E</td>
<td>ø37*100</td>
<td>5W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>20/25/43</td>
</tr>
<tr>
<td>XYS0503C37-6E</td>
<td>ø37*100</td>
<td>6W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>20/25/43</td>
</tr>
<tr>
<td>XYS0503C37-14E</td>
<td>ø37*125</td>
<td>4W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>20/25/43</td>
</tr>
<tr>
<td>XYS0503C37-15E</td>
<td>ø37*125</td>
<td>5W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>20/25/43</td>
</tr>
<tr>
<td>XYS0503C37-16E</td>
<td>ø37*125</td>
<td>6W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>20/25/43</td>
</tr>
<tr>
<td>XYS0503C45-4E</td>
<td>ø40*78</td>
<td>4W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>24/25/43</td>
</tr>
<tr>
<td>XYS0503C45-5E</td>
<td>ø40*78</td>
<td>5W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>24/25/43</td>
</tr>
<tr>
<td>XYS0503C45-6E</td>
<td>ø40*78</td>
<td>6W</td>
<td>180-240V</td>
<td>70~80lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.5</td>
<td>100</td>
<td>24/25/43</td>
</tr>
</tbody>
</table>
**LED SMD Bulbs (A Series)**

**LED 球泡灯 (A 系列)**

**Features (特点):**
- Use High Quality Chips in ALU-PC Body 使用高质芯片，强灯泡构造
- High Quality Driver with Minimum Flickering 使用高质量驱动，最小化频闪
- Customized Base Cap Size (E26/E27/B22)
- Dimmable Models Available
- Product using CE certification
- Lifespan of 25,000 hrs. with 1-2 years Warranty 使用寿命25,000小时，保修1-2年

**Applications (应用):**
- Residential Fixtures (室内外照明)
- Supermarkets & Malls (超市 & 商场)
- Hotels & Restaurants (酒店 & 餐厅)
- Retail Shops (零售店)
- Offices (办公室)

**Certifications (认证):**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>产品编号</th>
<th>Dimension (WxDxH)</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>Lumen Efficiency</th>
<th>Color Temp.</th>
<th>CRI</th>
<th>PF</th>
<th>ALUS/CTN</th>
<th>CTN MEAS.</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGYSMD065-E5</td>
<td>10W</td>
<td>130 x 130 x 250</td>
<td>6W</td>
<td>110V-265V</td>
<td>85-89 lm/W</td>
<td>2700K-6500K</td>
<td>65</td>
<td>0.5</td>
<td>100</td>
<td>32°±2°+47</td>
</tr>
<tr>
<td>XGYSMD066-E5</td>
<td>11W</td>
<td>130 x 130 x 250</td>
<td>6W</td>
<td>110V-265V</td>
<td>85-89 lm/W</td>
<td>2700K-6500K</td>
<td>65</td>
<td>0.5</td>
<td>100</td>
<td>32°±2°+47</td>
</tr>
<tr>
<td>XGYSMD067-E5</td>
<td>12W</td>
<td>130 x 130 x 250</td>
<td>6W</td>
<td>110V-265V</td>
<td>85-89 lm/W</td>
<td>2700K-6500K</td>
<td>65</td>
<td>0.5</td>
<td>100</td>
<td>32°±2°+47</td>
</tr>
<tr>
<td>XGYSMD068-E5</td>
<td>13W</td>
<td>130 x 130 x 250</td>
<td>6W</td>
<td>110V-265V</td>
<td>85-89 lm/W</td>
<td>2700K-6500K</td>
<td>65</td>
<td>0.5</td>
<td>100</td>
<td>32°±2°+47</td>
</tr>
</tbody>
</table>

**LED SMD Bulbs (G Series)**

**LED 球泡灯 (G 系列)**

**Features (特点):**
- Use High Quality Chips in ALU-PC Body 使用高质芯片，强灯泡构造
- High Quality Driver with Minimum Flickering 使用高质量驱动，最小化频闪
- Customized Base Cap Size (E26/E27/B22)
- Dimmable Models Available
- Product using CE certification
- Lifespan of 25,000 hrs. with 1-2 years Warranty 使用寿命25,000小时，保修1-2年

**Applications (应用):**
- Residential Fixtures (室内外照明)
- Supermarkets & Malls (超市 & 商场)
- Hotels & Restaurants (酒店 & 餐厅)
- Retail Shops (零售店)
- Offices (办公室)

**Certifications (认证):**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>产品编号</th>
<th>Dimension (WxDxH)</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>Lumen Efficiency</th>
<th>Color Temp.</th>
<th>CRI</th>
<th>PF</th>
<th>ALUS/CTN</th>
<th>CTN MEAS.</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGYSMD060-E9</td>
<td>10W</td>
<td>130 x 130 x 250</td>
<td>6W</td>
<td>110V-265V</td>
<td>85-89 lm/W</td>
<td>2700K-6500K</td>
<td>60</td>
<td>0.5</td>
<td>100</td>
<td>42°±1.5°+28</td>
</tr>
<tr>
<td>XGYSMD061-E9</td>
<td>11W</td>
<td>130 x 130 x 250</td>
<td>6W</td>
<td>110V-265V</td>
<td>85-89 lm/W</td>
<td>2700K-6500K</td>
<td>60</td>
<td>0.5</td>
<td>100</td>
<td>40°±1.5°+31.5</td>
</tr>
<tr>
<td>XGYSMD062-E113</td>
<td>12W</td>
<td>130 x 130 x 250</td>
<td>6W</td>
<td>110V-265V</td>
<td>85-89 lm/W</td>
<td>2700K-6500K</td>
<td>60</td>
<td>0.5</td>
<td>100</td>
<td>42°±1.5°+33</td>
</tr>
</tbody>
</table>
**LED SMD Bulbs (R Series)**

**LED 球泡灯 (R 系列)**

**Features (特性):**
- Use High Quality Chips in ALU-PC Body 使用高品質芯片，鋁合金配PC
- High Quality Driver with minimized flickering 使用高品質驅動器，減少視覺噪訊
- Customized Base Cap Size (E12/E27/22) 客製化大底帽尺寸 (E12/E27/22)
- Dimmable: Available 亮度可調: 可用
- Lifespan of 25,000 hours, with 1-2 Years Warranty 使用壽命25,000小時，提供1-2年保修

**Applications (適用):**
- Residential Fixtures (家裝照明)
- Supermarkets & Hotels (連鎖店 & 酒店)
- Offices (辦公室)

**Certifications (認證):**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Power</th>
<th>Input Voltage</th>
<th>Lumen Efficacy</th>
<th>Color Temperature</th>
<th>CRI</th>
<th>PF</th>
<th>ALU/CTN</th>
<th>CTR MEAS.</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGR60-6S</td>
<td>5W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.9</td>
<td>100</td>
<td>52.5&quot;+72&quot;)</td>
</tr>
<tr>
<td>XGR80-6S</td>
<td>8W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.9</td>
<td>100</td>
<td>54&quot;+72&quot;)</td>
</tr>
<tr>
<td>XGR88-112</td>
<td>12W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.8</td>
<td>100</td>
<td>58.5&quot;+42&quot;)</td>
</tr>
</tbody>
</table>

---

**LED Spot Light (GU/MR Series)**

**LED 灯杯 (GU/MR 系列)**

**Features (特性):**
- Use High Quality Chips in ALU-PC Body 使用高品質芯片，鋁合金配PC
- High Quality Driver with minimized flickering 使用高品質驅動器，減少視覺噪訊
- Customized Base Cap Size (GU24/GU4/MR16) 客製化大底帽尺寸 (GU24/GU4/MR16)
- Can be used in Surtable Fixture for Ceiling Installation 可以在吊扇燈具安裝使用
- Lifespan of 25,000 hours, with 1-2 Years Warranty 使用壽命25,000小時，提供1-2年保修

**Applications (適用):**
- Home & Office Celling (家庭 & 办公室吊頂)
- Shopping Malls & Shops (商場 & 商店)
- Hotels & Inns (酒店 & 旅館)
- Bars, Coffee & Restaurants (酒吧, 咖啡館 & 餐廳)
- Showroom & Display (展示廳 & 展示架)

**Certifications (認證):**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Power</th>
<th>Input Voltage</th>
<th>Lumen Efficacy</th>
<th>Color Temperature</th>
<th>CRI</th>
<th>PF</th>
<th>ALU/CTN</th>
<th>CTR MEAS.</th>
</tr>
</thead>
<tbody>
<tr>
<td>XG5SMDGU10-E5</td>
<td>5W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.9</td>
<td>100</td>
<td>59&quot;+8&quot;)</td>
</tr>
<tr>
<td>XG5SMDGU10-E5</td>
<td>5W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.9</td>
<td>100</td>
<td>59&quot;+8&quot;)</td>
</tr>
<tr>
<td>XG5SMDGU10-E7</td>
<td>5W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.9</td>
<td>100</td>
<td>59&quot;+8&quot;)</td>
</tr>
<tr>
<td>XG5SMDMR16-E5</td>
<td>5W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.9</td>
<td>100</td>
<td>59&quot;+8&quot;)</td>
</tr>
<tr>
<td>XG5SMDMR16-E5</td>
<td>5W</td>
<td>170V-265V</td>
<td>90-100lm/W</td>
<td>2700K-6500K</td>
<td>80</td>
<td>0.9</td>
<td>100</td>
<td>59&quot;+8&quot;)</td>
</tr>
</tbody>
</table>
### LED G4 Series

#### LED G4 系列

**Features (性能)**:
- High Quality Body Material with Improved Heat Dissipation
- High Quality Driver with Minimized Flickering, Optional AC/DC Input
- Using high-efficiency LED Chips,壽命期更長耐用
- CE/CB/UL/ROHS, 安全性高
- Lifetime of 25,000 hrs, with 2 Years Warranty

**Applications (用途)**:
- Chandeliers (吊灯)
- Crystal Lamps (水晶灯)
- Flat Lamps (平板灯)
- Wall Lamps (壁灯)
- Mirror Front Lamps (镜前灯)

**Certifications (认证)**:
- CE/CB/UL/ROHS, 安全性高

### LED G9 Series

#### LED G9 系列

**Features (性能)**:
- High Quality Body Material with Improved Heat Dissipation
- High Quality Driver with Minimized Flickering, Optional AC/DC Input
- Using high-efficiency LED Chips, 壽命期更長耐用
- CE/CB/UL/ROHS, 安全性高
- Lifetime of 25,000 hrs, with 2 Years Warranty

**Applications (用途)**:
- Chandeliers (吊灯)
- Crystal Lamps (水晶灯)
- Corridor Lamps (走廊灯)
- Wall Lamps (壁灯)
- Mirror Front Lamps (镜前灯)

### Specifications (规格)

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimension (W x H x D) (mm)</th>
<th>Rated Power (W)</th>
<th>Input Voltage (V)</th>
<th>Total Lumen (lm)</th>
<th>Color Temperature (K)</th>
<th>CRI</th>
<th>Life (hrs)</th>
</tr>
</thead>
<tbody>
<tr>
<td>XG09-1800A</td>
<td>Ø18 x 600</td>
<td>2W</td>
<td>AC/DC12-24V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-1800B</td>
<td>Ø18 x 600</td>
<td>2W</td>
<td>AC/DC12-24V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-2365</td>
<td>Ø23 x 65mm</td>
<td>4W</td>
<td>AC/DC10-30V</td>
<td>300lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-3L01</td>
<td>Ø15 x 50mm</td>
<td>2W</td>
<td>AC/DC12V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-3L0Y</td>
<td>18W</td>
<td>2W</td>
<td>AC/DC12V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-1800A</td>
<td>Ø18 x 600</td>
<td>2W</td>
<td>AC/DC12-24V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-3L01</td>
<td>Ø15 x 50mm</td>
<td>2W</td>
<td>AC/DC12V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-3L0Y</td>
<td>18W</td>
<td>2W</td>
<td>AC/DC12V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
<tr>
<td>XG09-3L0A</td>
<td>Ø18 x 600</td>
<td>2W</td>
<td>AC/DC12-24V</td>
<td>200lm</td>
<td>2700K</td>
<td>80</td>
<td>25,000</td>
</tr>
</tbody>
</table>
### Fluorescent Tube (T5 High Efficiency)

**Features:**
- T5 High Efficiency Tube Have Higher Brightness At Same Power Rating
- 84% Energy Saving Compared with Halogen Tube
- Optional Tri-Phosphor Coating Model, Better Color Rendering
- Can Work With Most Electronic Ballast in The Market
- Use Solid Mercury which is Stable, Safer and More Environmental Friendly
- Lifespan of 8,000~12,000 Hrs, with 1 Year Warranty

**Applications:**
- Office & Commercial Buildings
- Supermarkets & Malls
- Restaurants & Hotels
- Schools & Hospitals
- Parking Lot & Garage

### Fluorescent Tube (T5 High Output)

**Features:**
- T5 High Output Tube Have Higher Power to Give Higher Brightness
- 85% Energy Saving Compared with Halogen Tube
- Optional Tri-Phosphor Coating Model, Better Color Rendering
- Can Work With Most Electronic Ballast in The Market
- Use Solid Mercury which is Stable, Safer and More Environmental Friendly
- Lifespan of 8,000~12,000 Hrs, with 1 Year Warranty

**Applications:**
- Office & Commercial Buildings
- Supermarkets & Malls
- Restaurants & Hotels
- Schools & Hospitals
- Parking Lot & Garage

### Specifications

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Diameter (Φ)</th>
<th>Rated Power</th>
<th>Input Voltage</th>
<th>Total Length</th>
<th>Color Temp.</th>
<th>CRI</th>
<th>All-UL/C-UL</th>
<th>C-TUV/MAA</th>
</tr>
</thead>
<tbody>
<tr>
<td>XGS/T5-HO-4W</td>
<td>Φ16'549</td>
<td>24W</td>
<td>110V/220V</td>
<td>1550-1635</td>
<td>2700K-6500K</td>
<td>90</td>
<td>100</td>
<td>60'19.5*20</td>
</tr>
<tr>
<td>XGS/T5-HO-3W</td>
<td>Φ16'549</td>
<td>36W</td>
<td>110V/220V</td>
<td>2760-2932</td>
<td>2700K-6500K</td>
<td>80</td>
<td>100</td>
<td>90'19.5*20</td>
</tr>
<tr>
<td>XGS/T5-HO-4W</td>
<td>Φ16'1449</td>
<td>40W</td>
<td>110V/220V</td>
<td>3000-4300</td>
<td>2700K-6500K</td>
<td>80</td>
<td>100</td>
<td>120'19.5*20</td>
</tr>
<tr>
<td>XGS/T5-HO-3W</td>
<td>Φ16'1449</td>
<td>40W</td>
<td>110V/220V</td>
<td>5000-5850lm</td>
<td>2700K-6500K</td>
<td>80</td>
<td>100</td>
<td>150'19.5*20</td>
</tr>
</tbody>
</table>
Fluorescent Tube (T8)
荧光灯管 (T8)

Features (特性):
- T8 Have High Stability And Efficiency, Filling Most Lighting Fixtures
- TB Have High Stability And Efficiency, Filling Most Lighting Fixtures
- Optional Tri-phosphor Coating Model, Better Color Rendering
- Can Work with Most Electronic Ballast in the Market
- Use Solid Mercury which is Stable, Safe and More Environmental Friendly
- Lifetime of 8,000-12,000 hrs, with 1 Year Warranty

Applications (用途):
- Office & Residential Buildings (办公室 & 家庭)
- Supermarkets & Malls (超市 & 购物中心)
- Hotels & Restaurants (酒店 & 餐厅)
- School & Hospital (学校 & 医院)
- Parking Lot & Garage (停车场 & 车库)

Specifications (规格):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Power (W)</th>
<th>Voltage (V)</th>
<th>Lumen (lm)</th>
<th>CCT</th>
<th>Color Temperature</th>
</tr>
</thead>
<tbody>
<tr>
<td>XS78T-E10</td>
<td>10W</td>
<td>230-240V</td>
<td>550-650lm</td>
<td>80</td>
<td>37-39.5K</td>
</tr>
<tr>
<td>XS78T-E15</td>
<td>15W</td>
<td>230-240V</td>
<td>850-950lm</td>
<td>80</td>
<td>47-53K</td>
</tr>
<tr>
<td>XS78T-E18</td>
<td>18W</td>
<td>230-240V</td>
<td>1450-1650lm</td>
<td>80</td>
<td>64-71K</td>
</tr>
<tr>
<td>XS78T-E30</td>
<td>30W</td>
<td>230-240V</td>
<td>2300-2500lm</td>
<td>80</td>
<td>94-115K</td>
</tr>
<tr>
<td>XS78T-E36</td>
<td>36W</td>
<td>230-240V</td>
<td>2900-3200lm</td>
<td>80</td>
<td>145-165K</td>
</tr>
<tr>
<td>XS78T-E58</td>
<td>58W</td>
<td>230-240V</td>
<td>4000-4700lm</td>
<td>80</td>
<td>155-185K</td>
</tr>
</tbody>
</table>

Specifications (规格):

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Power (W)</th>
<th>Voltage (V)</th>
<th>Lumen (lm)</th>
<th>CCT</th>
<th>Color Temperature</th>
</tr>
</thead>
<tbody>
<tr>
<td>XS710-E20</td>
<td>20W</td>
<td>110V-220V</td>
<td>960-1050lm</td>
<td>50</td>
<td>63-68K</td>
</tr>
<tr>
<td>XS710-E40</td>
<td>40W</td>
<td>110V-220V</td>
<td>2400-2800lm</td>
<td>50</td>
<td>123-18K</td>
</tr>
<tr>
<td>XS712-E20</td>
<td>20W</td>
<td>110V-220V</td>
<td>860-1000lm</td>
<td>50</td>
<td>63-20K</td>
</tr>
<tr>
<td>XS712-E40</td>
<td>40W</td>
<td>110V-220V</td>
<td>2300-2500lm</td>
<td>50</td>
<td>123-20K</td>
</tr>
</tbody>
</table>

Certifications (认证):

- CE
- RoHS
- ETL
Fluorescent Tube (2D)

Features (特性):
- 3D Fluorescent Tube is Small And Compact, Suitable For Indoor & Outdoor Fixture
- 3D Fluorescent Tube is Small And Compact, Suitable For Indoor & Outdoor Fixture
- Can Work with Most Electronic Ballast in the Market
- Up to 12,000 Hours Life, 1 Year Warranty
- UL/cUL Listed

Applications (应用):
- Office, Residential Buildings, Supermarkets & Malls, Hotels & Restaurants
- School & Hospital
- Parking Lot & Garage

Specifications (规格):
- Power Rating: 16W, 21W, 26W, 32W, 38W, 55W
- Input Voltage: 110V/220V
- Color Temperature: 6500K
- Dimension (尺寸):

Certifications (认证):
- CE
- ETL
- SAA
- UL/cUL Listed

Fluorescent Tube (T9 Circular)

Features (特性):
- T9 Circular Tube is Round And Compact, Suitable For Indoor & Outdoor Fixture
- Can Work with Most Electronic Ballast in the Market
- UL/cUL Listed
- Up to 12,000 Hours Life, 1 Year Warranty

Applications (应用):
- Office, Residential Buildings, Supermarkets & Malls, Hotels & Restaurants
- School & Hospital
- Parking Lot & Garage

Specifications (规格):
- Power Rating: 22W, 32W, 40W
- Input Voltage: 110V/220V
- Color Temperature: 6500K
- Dimension (尺寸):

Certifications (认证):
- CE
- ETL
- SAA
- UL/cUL Listed
**UV Light (UV-A Nail Lighting)**

**Features (特徴):**
- Create UV-A Light with Peak Wavelength of 365mm
- Made of Special Glass with Phosphor Powder Absorbing Harmful UV-B & UV-C
- Wide Range of Industrial & Commercial Application
- Available in Tubular Shape & H-Shape (PL Models)
- Lifetime of 8,000-10,000 hrs, with 1 Year Warranty
- CE Certification

**Applications (用途):**
- Cosmetological Machine (美甲机)
- Nail Machineries (美甲机)
- Counterfeit Machine (制假机)
- Anti-UV Testing in Textile Industry (纺织工业的抗UV测试)
- Repairs Raising (维修保养)

**Specifications (规格):**

**Certifications (认证):**

---

**UV Light (UV-A BLB Counterfeit)**

**Features (特徴):**
- Create UV-A Light with Peak Wavelength of 365mm
- Black Glass Absorb Visible Light and Phosphor Powder Absorbing Harmful UV-B & UV-C
- Wide Range of Industrial & Commercial Application
- Available in Tubular Shape & H-Shape (PL Models)
- Lifetime of 8,000-10,000 hrs, with 1 Year Warranty
- CE Certification

**Applications (用途):**
- Fingerprint Identification (指纹识别)
- Crack Detection (缺陷检测)
- Counterfeit Machine (制假机)
- Anti-UV Testing (抗UV测试)
- Stage Lighting (舞台照明)

**Specifications (规格):**

**Certifications (认证):**

---

**Table:**

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Dimensions (W x H x D)</th>
<th>Rating Voltage</th>
<th>Input Voltage</th>
<th>Input Power</th>
<th>Lumen (lm)</th>
<th>Color Temperature (K)</th>
<th>CCT (K)</th>
<th>CRI</th>
<th>CCT (K)</th>
</tr>
</thead>
<tbody>
<tr>
<td>XYTS-4W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-5W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-6W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-7W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-8W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-9W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-10W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-11W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-12W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-13W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-14W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-15W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-16W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-17W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-18W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-19W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-20W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-21W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-22W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-23W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-24W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-25W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-26W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>XYTS-27W-UVA</td>
<td>Ø18 x 330</td>
<td>110V/220V</td>
<td>G5</td>
<td>500</td>
<td>47°/57°/7°</td>
<td>39</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
UV Light (UV–C Germicidal)
紫外线灯管UVC（杀菌灯管）

Features (特性):
- Create UV-C Light with Peak Wavelength of 253.7nm
- Use Low Pressure Mercury Vapor to Create Germicidal UV-C Light
- Wide Range of Industrial & Commercial Application
- Available in Tubular Shape & H-Shape (PL, Models)
- Lifetime of 8,000 ~ 10,000 hrs. with 1 Year Warranty

Applications (用途):
- Hospital Sterilization (病房消毒)
- Ventilation System (通风系统)
- Swimming Pool (游泳池)
- Milk Production (牛奶生产)
- Refrigeration (冷藏保鲜)

Specifications (规格):
- Model No.
- Dimension (D/L [mm])
- Rated Power
- Input Voltage
- UL/C (in [inch])
- Cap
- A/12C
- CTR
- MEAS

Model No. | Dimension (D/L [mm]) | Rated Power | Input Voltage | UL/C (in [inch]) | Cap | A/12C | CTR | MEAS
--- | --- | --- | --- | --- | --- | --- | --- | ---
XGYS-4W-UVC | Ø18*1136 | 4W | 5.1/110V/220V | 9.8 | G5 | 500 | 47.5*17.5*39
XGYS-5W-UVC | Ø19*1136 | 6W | 5.1/110V/220V | 9.8 | G5 | 500 | 47.5*24.5*39
XGYS-6W-UVC | Ø19*1136 | 8W | 5.1/110V/220V | 10.8 | G5 | 200 | 47.5*32.5*17
XGYS-8W-UVC | Ø19*1136 | 10W | 5.1/110V/220V | 10 | G5 | 200 | 47.5*32.5*17
XGYS-10W-UVC | Ø21*1150 | 12W | 5.1/110V/220V | 12.5 | G10 | 100 | 47*29.5*30
XGYS-15W-UVC | Ø21*1150 | 15W | 5.1/110V/220V | 15 | G10 | 100 | 47*29.5*30
XGYS-30W-UVC | Ø26*1150 | 30W | 5.1/110V/220V | 15 | G13 | 200 | 64*15.5*15.5
XGYS-60W-UVC | Ø32*1199 | 60W | 5.1/110V/220V | 20 | G13 | 200 | 125*15.5*15.5
XGYP-6W-UVC | Ø12*1116 | 6W | 5/110V/220V | 11.2 | G20 | 200 | 37*20.5*18.5
XGYP-8W-UVC | Ø12*1116 | 8W | 5/110V/220V | 13 | G20 | 200 | 37*20.5*18.5
XGYP-10W-UVC | Ø13*1145 | 10W | 5/110V/220V | 15.5 | G23 | 200 | 37*20.5*18.5
XGYP-20W-UVC | Ø13*1145 | 20W | 5/110V/220V | 23.5 | GX23 | 200 | 37*25*40.5
XGYP-50W-UVC | Ø18*225 | 50W | 110V/220V | 38.0 | G21 | 100 | 55*48.5*29
XGYP-70W-UVC | Ø18*350 | 70W | 110V/220V | 46.0 | G21 | 100 | 45*48.5*29

UV Light (UV–A BL Mosquito Lamp)
紫外线灯管(灭蚊灯管)

Features (特性):
- Create UV-A Light with Peak Wavelength of 365nm & Visible Purple Light
- Use Photo-hyacinth Characteristics of Mosquito to Attract them Towards the Light
- Fully Enclosed Design, Suitable for Outdoor Use
- Lifetime of 8,000 ~ 10,000 hrs. with 1 Year Warranty
- UV-A & Visible Violet Light

Applications (用途):
- Catering & Restaurant (餐饮业
- Poultry Farms (养鸡场)
- Crop Farms (农场"
- Refrigeration (冷藏)

Specifications (规格):
- Model No.
- Dimension (D/L [mm])
- Rated Power
- Input Voltage
- UL/C (in [inch])
- Cap
- A/12C
- CTR
- MEAS

Model No. | Dimension (D/L [mm]) | Rated Power | Input Voltage | UL/C (in [inch]) | Cap | A/12C | CTR | MEAS
--- | --- | --- | --- | --- | --- | --- | --- | ---
XGYS-4W-BL | Ø18*136 | 4W | 5/110V/220V | 13.0 | G5 | 500 | 47.5*17.5*39
XGYS-5W-BL | Ø18*212 | 6W | 5/110V/220V | 15.0 | G5 | 500 | 47.5*24.5*39
XGYS-6W-BL | Ø18*288 | 8W | 5/110V/220V | 17.0 | G5 | 300 | 47.5*32.5*17
XGYS-8W-BL | Ø20*331 | 10W | 5/110V/220V | 19.0 | G13 | 100 | 37*20.5*18.5
XGYS-10W-BL | Ø20*437 | 15W | 5/110V/220V | 12.0 | G13 | 100 | 47*29.5*30
XGYS-15W-BL | Ø20*500 | 15W | 5/110V/220V | 18.0 | G13 | 100 | 64*15.5*15.5
XGYS-30W-BL | Ø26*590 | 30W | 5/110V/220V | 18.0 | G13 | 100 | 125*15.5*15.5
XGYS-60W-BL | Ø26*895 | 60W | 110V/220V | 30.0 | G13 | 100 | 64*15.5*15.5
XGYS-100W-BL | Ø26*1199 | 100W | 110V/220V | 40.0 | G13 | 100 | 125*15.5*15.5
XGYS-150W-BL | Ø29*437 | 150W | 110V/220V | 12.0 | G13 | 100 | 37*33*30
XGYS-300W-BL | Ø29*590 | 300W | 110V/220V | 20.0 | G13 | 100 | 64*17.5*17.5
XGYS-500W-BL | Ø29*895 | 500W | 110V/220V | 32.0 | G13 | 100 | 94*17.5*17.5
XGYS-1000W-BL | Ø32*1199 | 1000W | 110V/220V | 42.0 | G13 | 100 | 125*18.5*18.5

Certifications (认证):
- CE
S14 PC Bulb
S14 塑料灯泡

Features (特性):
- Optional Glass / PC Shell
- High Quality Driver with Minimized PHIening
- For PC Bulb Shell, Optional Colored Bulb Shell (R | G | B)
- For Glass Bulb Shell, Optional Colored LED Filament (R | B | Orange / Purple)
- Can be used in Festive, Decorative Fixtures or Strings of Lamp Bases
- Lifetime of 25,000 hrs. with 2 Years Warranty

Applications (用途):
- Home Decorative Fixtures (室内装饰灯饰)
- Gardens & Parks in Suitable Fixtures (园景及公园适宜灯饰)
- Hotels & Inns (酒店及旅社)
- Bars, Cafes & Restaurants (酒吧, 咖啡馆及餐厅)
- Festive Decorations (节日装饰)

Specification (规格):
- Diameter (直径): 40mm
- Color Temperature: 2700K
- Luminous Flux: 1100lm
- Power: 12W
- Voltage: 220V
- Current: 0.56A
- Compliance: CE, UL, ETL

Decoration Lamp String (IP65)
装饰灯串(IP65)

Features (特性):
- PVC Body with Copper Wire
- Water-proof Design, Can Protect Lamp Base to Form IP65 Lamp String
- Can be used with E12 / E14 / E26 / E27 (922 End Caps)
- Wire Coloring Available in CE / UL / ETL Standard

Specification (规格):
- Height (高度): 4.5m
- Color: Black

Certifications (认证):
- CE, UL, ETL

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Product Number</th>
<th>Length (L, m)</th>
<th>String Color</th>
<th>Base Option</th>
<th>Input Voltage</th>
<th>Input Current</th>
<th>Compliance</th>
</tr>
</thead>
<tbody>
<tr>
<td>XDYLS-US</td>
<td>14.6</td>
<td>Black (黑色)</td>
<td>E12/E14 / E26/E27/822</td>
<td>15</td>
<td>S: 110V</td>
<td>8</td>
<td></td>
</tr>
<tr>
<td>XDYLS-EU</td>
<td>15.0</td>
<td>Black (黑色)</td>
<td>E12/E14 / E26/E27/822</td>
<td>15</td>
<td>S: 240V</td>
<td>8</td>
<td></td>
</tr>
<tr>
<td>XDYLS-UK</td>
<td>10.0</td>
<td>Black (黑色)</td>
<td>E12/E14 / E26/E27/822</td>
<td>10</td>
<td>S: 220V</td>
<td>8</td>
<td></td>
</tr>
<tr>
<td>XDYLS-UK</td>
<td>15.0</td>
<td>Black (黑色)</td>
<td>E12/E14 / E26/E27/822</td>
<td>15</td>
<td>S: 220-240V</td>
<td>8</td>
<td></td>
</tr>
</tbody>
</table>
Copper Wire Lamp
铜线灯

Features (特点):
• Funny and Eye Catching Bulb Shapers, Perfect Decorative Choice
• High Quality Driver with Minimized Filament, Low Power Consumption
• Complete SMD Led Replacement Option, with Dimmable Control
• Optional Color Light Effect (Red | Green | White | Multicolor)
• RGB Flashing Effect Available

Specifications (规格):
- Lifetime of 25,000 hrs. with 2 Years Warranty

Specifications (规格):
- Lifetime of 25,000 hrs. with 2 Years Warranty

Applications (用途):
• Home Decorative Features (家居装饰灯饰)
• Shopping Malls & Shops (商场与店铺)
• Hotels & Inns (酒店与客栈)
• Bars, Cafes & Restaurants (酒吧与咖啡厅与餐厅)
• Art Gallery & Libraries & Theaters (艺术馆与图书馆与剧院)

Certifications (认证):

Certifications (认证):

Painting Lamp
彩绘灯

Features (特点):
• Funny and Eye Catching Painted Bulb Shell, Perfect Decorative Choice
• High Quality Driver with Minimized Filament, Low Power Consumption
• Complete SMD Led Replacement Option, with Dimmable Control
• Over 20 Painted Style Available for Your Choice

Specifications (规格):
- Lifetime of 25,000 hrs. with 2 Years Warranty

Specifications (规格):
- Lifetime of 25,000 hrs. with 2 Years Warranty

Applications (用途):
• Home Decorative Features (家居装饰灯饰)
• Shopping Malls & Shops (商场与店铺)
• Bars, Cafes & Restaurants (酒吧与咖啡厅与餐厅)
• Art Gallery (艺术馆)

Certifications (认证):

Certifications (认证):
### Edison Bulb 爱迪生灯泡

**Features (特性)**:
- Vintage Tungsten Model, Slightly Warm the Environment
- Appealing Amber Colored Bulb Shell of High Clarity, Perfect Decorative Choice
- Ideal for Warm Get-togethers, Evening Dinners, Holiday Celebrations
- Optional Bulb Shape and Filament Shape
- Can Fit with Suitable Antique Fixture for Decorative Usage
- Lifetime of 15,000 hrs. Extended with 2 Years Warranty

**Applications (用途)**:
- Home Decorative Fixtures (普通装饰照明)
- Shopping Malls & Shops (商场 & 店铺)
- Bars, Cafes & Restaurants (酒吧 & 咖啡厅 & 餐厅)
- Art Gallery (艺术馆)
- Festive Decorations (节日装饰)

**Specifications (规格)**:
- A19/E26
- 100W
- 120V
- Color Temperature: 2700K
- 15,000 hrs. Extended with 2 Years Warranty

**Certifications (认证)**:
- UL, CE

### Table

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Power Type</th>
<th>Voltage</th>
<th>Wattage</th>
<th>Life (hrs.)</th>
<th>Color Temperature</th>
</tr>
</thead>
<tbody>
<tr>
<td>2502</td>
<td>100W</td>
<td>120V</td>
<td>100W</td>
<td>15,000</td>
<td>2700K</td>
</tr>
<tr>
<td>2503</td>
<td>75W</td>
<td>120V</td>
<td>75W</td>
<td>15,000</td>
<td>2700K</td>
</tr>
<tr>
<td>2504</td>
<td>60W</td>
<td>120V</td>
<td>60W</td>
<td>15,000</td>
<td>2700K</td>
</tr>
<tr>
<td>2505</td>
<td>40W</td>
<td>120V</td>
<td>40W</td>
<td>15,000</td>
<td>2700K</td>
</tr>
<tr>
<td>2506</td>
<td>25W</td>
<td>120V</td>
<td>25W</td>
<td>15,000</td>
<td>2700K</td>
</tr>
</tbody>
</table>

### 3D Lamp 3D7

**Features (特性)**:
- 3D Electrophoretic Technique Painted Bulb Shell, Amazing Firework Pattern
- High Quality Driver with Minimum Flickering, Low Power Consumption
- High Color Rendering Index (CRI) for Outstanding Visual Effect, No Stroboscopic Effect
- Lighting Effect is Easy-to-Enable in Different Environment
- Optional Light Color Effect Available (Snow White | Y | P | C | Light Blue | ROB)
- 150,000 hrs. of life with 2 Years Warranty

**Applications (用途)**:
- Home Decorative Fixtures (普通装饰照明)
- Shopping Malls & Shops (商场 & 店铺)
- Bars, Cafes & Restaurants (酒吧 & 咖啡厅 & 餐厅)
- Art Gallery (艺术馆)
- Festive Decorations (节日装饰)

**Specifications (规格)**:
- E26
- 100W
- 120V
- Color Temperature: 2700K
- 150,000 hrs. Extended with 2 Years Warranty

**Certifications (认证)**:
- UL, CE